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Abstract: An easier method for constructing the hierarchical micro-/nano-structures on the sur-

face of dental implants in the clinic is needed. In this study, three different titanium surfaces with 

microscale grooves (width 0.5–1, 1–1.5, and 1.5–2 μm) and nanoscale nanoparticles (diameter 

20–30, 30–50, and 50–100 nm, respectively) were obtained by treatment with different concen-

trations of hydrofluoric acid (HF) and at different etching times (1%, 3 min; 0.5%, 12 min; and 

1.5%, 12 min, respectively; denoted as groups HF1, HF2, and HF3). The biological response 

to the three different titanium surfaces was evaluated by in vitro human bone marrow-derived 

mesenchymal stem cell (hBMMSC) experiments and in vivo animal experiments. The results 

showed that cell adhesion, proliferation, alkaline phosphatase activity, and mineralization of 

hBMMSCs were increased in the HF3 group. After the different surface implants were inserted 

into the distal femurs of 40 rats, the bone–implant contact in groups HF1, HF2, and HF3 was 

33.17%±2.2%, 33.82%±3.42%, and 41.04%±3.08%, respectively. Moreover, the maximal 

pullout force in groups HF1, HF2, and HF3 was 57.92±2.88, 57.83±4.09, and 67.44±6.14 N, 

respectively. The results showed that group HF3 with large micron grooves (1.5–2.0 μm) and 

large nanoparticles (50–100 nm) showed the best bio-functionality for the hBMMSC response 

and osseointegration in animal experiments compared with other groups.

Keywords: hydrofluoric acid etching, surface modification, micro-/nano-structures, osteogenic 

activity, titanium implant

Introduction
Current trends in dental implant therapy include the use of endosseous dental implant 

surfaces embellished with hierarchical micro-/nano-structures for effective and rapid 

osseointegration.1,2 First, from the biomechanical perspective, the micron-structured 

surface allows the modeling of bone elastic behavior,3 which can provide flow chan-

nels for fluid flow,4 enhance molecular and cellular transport, and induce shear stresses 

via fluid drag at cell surfaces. Nano-structured surface allows cells to orient in the 

groove direction, resulting in cytoskeleton alignment and cell rearrangement along the 

nanoscale guidance cue.5 Second, from the physical perspective, micron-structured 

surface can increase bone–implant contact (BIC), which is identified by measuring the 

physical interaction between rough implants and bone in pushout or torque removal 

assays.6,7 Nano-structured surface (nanocrystals, nanofibers, nanocomposites, etc.) 

can imitate the natural extracellular matrix (ECM)8,9 and has been widely studied in 

the field of regenerative medicine. Third, from the molecular perspective, micron-

structured surface may involve surface signaling hypothesis for osteogenesis.10–13 Nano-

structured surface contains nanoscale cell receptors/mechanosensors to microscale 
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signal transducers because of nanoscale adhesion-localized 

structures.14 Hierarchical micro-/nano-structures may lead 

to more balanced enhancement of multiple cell functions 

such as morphology, migration, adhesion, proliferation, and 

differentiation.15,16 Furthermore, from a biomimetic perspec-

tive, a hierarchical micro-/nano-structure may provide a more 

suitable surface topography for cell functions as it can better 

mimic the structure of the bone tissues composed of nano-, 

micro-, and macroscale building blocks.17

Various combinations of hierarchical micro-/nano-

structured surfaces are typically composed of microstructures 

including micropits,18 micropillars, and microgrooves,19  

as well as nanostructures such as nanoleaves, nanoplates, nano-

rods, nanowires, nanotubes, and nanoparticles.16,20,21 Micropits 

and micropillars are typically arranged in an organized manner 

(isotropic) rather than an unorganized manner (anisotropic) on 

the microgrooves.22 It has been reported that the microscopic 

bone properties of cancellous and cortical bone enable them 

to be more suitable for use with the anisotropic surface for 

interlocking.23 Nanoleaves may provide a larger contact area 

for adherent cells compared to nanoplates; however, the 

production process is complicated.20 Nanorods are typically 

used to limit the contact area between cells and a nanorod-

patterned surface to eliminate cell adhesion. Although stem 

cells can survive for long periods of time on surfaces sparsely 

coated with SiO
2
 nanowires, their high energy consumption 

is a disadvantage.24 Nanotubules are promising candidates as 

drug-delivery systems for increasing the amounts of calcium 

and phosphorous on the surfaces.25 Among these nanostruc-

tures, nanoparticles have been widely applied because of the 

following advantages: increasing integrin molecule clustering 

to enhance adhesion; facilitating matrix flow by forming 

interconnected microporous structures; and enabling easy 

fabrication of dense nano-arrays.26–28

Recently, numerous approaches, including physical, 

biological, optical, and chemical methods, have been 

employed to fabricate nanoparticles with titanium surfaces to 

improve BIC.26,29 Physical methods such as the compaction 

of TiO
2
 nanoparticles yield surfaces with nanoscale grain 

boundaries,30 which conserves the chemistry of the surface 

among different topographies, but are limited to linear and 

isotropic materials. Biological methods such as molecular 

self-assembly involve the spontaneous chemisorption and 

vertical close-packed positioning of molecules (osteoinduc-

tive or cell-adhesive molecule) onto specific substrata; how-

ever, the bond strength may be weak. Optical methods such as 

lithography typically rely on wavelength-specific dimensions 

to achieve appropriate nanoscale modifications; however, 

the approach is labor-intensive and requires considerable 

development prior to clinical translation.31 Chemical methods 

involving acid-etching, peroxidation, alkali treatment, anod-

ization, and nanoparticle deposition such as sol–gel (colloidal 

particle adsorption) can impart nanoparticles to the surface 

and display strong physical interactions at the atomic-scale 

level.32 Among these chemical methods, acid etching with 

hydrofluoric acid (HF) has been used to create hierarchical 

micro-/nano-structures because of its high efficiency, simple 

operation, high volume of production, and incorporation of 

the osteogenic element fluoride ion onto surfaces.33–35

Numerous studies have reported that titanium surfaces 

treated with HF exhibit irregular rough hierarchical micro-/

nano-structures, but most studies utilized the method to 

form microgrooves on titanium surfaces to provide a greater 

bonding surface area.36–38 Previous studies revealed that 

variations in acid concentrations and immersion time sig-

nificantly affected these structures.36,37 However, no studies 

have analyzed the fine structures of hierarchical micro-/nano-

structures on the titanium surface etched by HF. Literature 

review and preliminary experiments revealed that gradient 

scales of hierarchical micro-/nano-structures can be formed 

by precisely controlling the etching conditions. Thus, it is 

significant to determine an optimized scale for hierarchical 

micro-/nano-structures on the implant surface using HF 

etching to improve osseointegration.

In this study, we determined three gradient scales of 

hierarchical micro-/nano-structures on titanium surfaces 

obtained using different HF concentrations and etching 

times. In vitro experiments were performed to evaluate the 

biological response of human bone marrow-derived mesen-

chymal stem cells (hBMMSCs) to these titanium surfaces. 

In vivo experiments were performed to evaluate the effects 

of titanium implants with three gradient scales of micro-/

nano-structures on osseointegration and bioactivity.

Materials and methods
Titanium disks preparation and surface 
modification
Commercially pure titanium disks (99.99% pure; ZhongBang 

Corporation, Xi’an, People’s Republic of China; n=500) 

with a diameter of 15 mm and height of 1 mm were ground 

and polished (Phoenix 4000; Buehler GmbH, Dusseldorf, 

Germany) in seven sequences. After polishing, the 108 disks 

were immersed in aqueous HF solutions at concentrations of 

0.2%, 0.5%, 0.8%, 1%, 1.25%, and 1.5% (w/v) for respec-

tive etching times of 1, 3, 6, 9, 12, and 15 min, washed with 

deionized water, and stored at room temperature in 70 vol% 

ethanol. Sixty polished and cleaned titanium disks were used 

as a control group.
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surface characterization and chemical 
analysis
The structure of the control and fluoride-modified titanium 

disks and implant surface was characterized using a field 

emission scanning electron microscope (Hitachi S-4800 

FE-SEM; Hitachi Ltd., Tokyo, Japan). The surface rough-

ness of titanium samples was measured using an atomic 

force microscope (Nanoscope MultiMode & Explore SPM; 

Vecco Instrument, Plainview, NY, USA). Measurements by 

atomic force microscopy (AFM) were conducted in ambient 

air under tapping mode at a scan rate of 0.8413 Hz and scan 

size of 0.25×0.25 μm. Different areas of the surface for the 

control group and fluoride-modified groups were measured 

for statistical analysis.

The static contact angle was calculated using the ses-

sile drop method with a video-based contact angle system 

(DSA30; Krüss, Hamburg, Germany) according to Young–

Laplace fitting at room temperature. Contact angle mea-

surements were performed for four different titanium disk 

surfaces from each group using ultrapure water (VWR, 

Radnor, PA, USA) as a wetting agent. The chemical com-

position of these titanium sample surfaces was analyzed by 

energy-dispersive spectroscopy (EDS) with scanning electron 

microscopy (SEM).

human BMMscs culture
Human-derived ilium cells of three donors were obtained 

after the iliac graft surgery after approval by an institutional 

review board (IRB) of the School of Stomatology of the 

Fourth Military Medical University (FMMU) and obtaining 

written informed consent. We extracted hBMMSCs from 

healthy cancellous bone. Standard cell culture procedures 

were used. Primary cells were treated with media contain-

ing low-glucose alpha-minimal essential medium (α-MEM), 

20% fetal bovine serum (FBS), 1% glutamine, and 1% 

streptomycin/penicillin. Cells were cultured at 37°C and 

5% CO
2
. The medium was changed every 3 days. Cells were 

passaged at 70% confluency with 60 cells seeded per square 

centimeter. The titanium samples were placed in a 24-well 

plate (Costar; Corning Incorporated, Corning, NY, USA), 

and the cells were seeded at a density of 2×104 cells/mL for 

the assays, unless otherwise mentioned.

count of adherent cells
Cells were seeded on titanium plates at a density of 

5×104 cells/mL. After incubation for 30, 60, and 120 min, 

the attached cells were stained using 4′,6′-diamidino-

2-phenylindole (DAPI) (Sigma-Aldrich Co., St Louis, 

MO, USA). Positive cells were counted under an optical 

microscope (Olympus FluoView FV1000; Olympus 

Corporation, Tokyo, Japan) in five randomly selected fields 

at ×10 magnification.

cell morphology
SEM analyses were performed to evaluate the morphology of 

hBMMSCs grown on the surface of both control and treated 

titanium plates. After cell culture for 6 h, the samples were 

washed with phosphate-buffered saline (PBS) and fixed with 

0.25% glutaraldehyde in 0.1 M cacodylic acid buffer (pH 7.4) 

and then incubated for 15 min to ensure complete dissolution 

of the crystals. After fixation, the samples were sequentially 

dehydrated in a graded series of ethanol (70%, 80%, 90%, 95%, 

and 100%) for 10 min each, immersed in isoamyl acetate for 

1.5 min, treated in a critical point dryer, and sputter-coated with 

a thin layer of Au. Cell morphology was observed by SEM.

cytoskeleton assessment
The cytoskeleton was assessed by a confocal laser scanning 

microscope (Olympus FluoView FV1000). After culturing 

for 6 h, the cells on titanium samples were fixed in 3.7% 

formaldehyde for 5 min and then permeabilized with 0.1% 

Triton X-100. Subsequently, the samples were stained with 

50 mg/mL fluorescein isothiocyanate (FITC)-labeled phal-

loidin (green fluorescence) (Sigma-Aldrich Co.) for 40 min, 

and then, nuclei were counterstained with DAPI (blue fluo-

rescence) (Sigma-Aldrich Co.) for 5 min at room temperature 

in the dark. Finally, stained cells were inspected by confocal 

laser scanning microscopy (CLSM).

alkaline phosphatase staining
After culturing for 7 and 14 days, the cells were washed 

and fixed, and alkaline phosphatase (ALP) staining was 

performed using a 5-Bromo-4-Chloro-3-Indolyl Phosphate/ 

p-Nitro-Blue tetrazolium chloride ALP color development 

kit (Beyotime Institute of Biotechnology, Jiangsu, People’s 

Republic of China) for 30 min. Then, the cells were washed 

with PBS, and images were acquired. For each experiment, 

a minimum of three dishes was counted, and the experiments 

were repeated three times.

alizarin red staining
ECM mineralization of hBMMSCs was evaluated by Alizarin 

Red staining. After culturing for 7 and 14 days, the cells were 

washed three times with PBS, fixed in cold 3.7% formaldehyde 

for 20 min, and washed with PBS for 3 min. The cell cultures 

were stained with Alizarin Red for 10 min at room tempera-

ture. Cell monolayers were washed with distilled water until 

no more color appeared, and images were acquired.
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real-time Pcr analysis of osteogenesis-
related genes
Cells were plated on six-well plates at a density of 2×104 

cells/well and cultured in α-MEM supplemented with 10% 

FBS for 1, 3, and 7 days. The α-MEM was removed, and cells 

were washed three times with PBS. Total RNA was extracted 

using the Takara RNAiso Plus (Code No 9108). The subse-

quent reverse transcription reactions were performed using 

Prime Script™RT Master Mix (Takara Code No RR036A). 

Real-time quantitative polymerase chain reaction (PCR) was 

performed using an SYBR PCR Master Mix Kit (Takara) and 

10 μM specific primers in a 25 μL volume. PCR amplification 

program consisted of 40 cycles under the following condi-

tions: 94°C for 3 min, 94°C for 15 s, and 60°C for 30 s. The 

data were acquired using an iQ5 system (Bio-Rad). GAPDH 

was the housekeeping gene, and there were three target genes: 

Runx2, Alp, and Ocn. Sequences of sense and antisense prim-

ers were as follows: 5′-CCCACTCCTCCACCTTTGAC-3′ 
and 5′-TCTTCCTCTTGTGCTCTTGC-3′ for GAPDH;  

5 ′-GCCTTCAAGGTGGTAGCCC-3 ′  and 5 ′-CGT 

TACCCGCCATGACAGTA-3′ for Runx2; 5′-CCA 

C G T C T T C A C A T T T G G T G - 3 ′  a n d  5 ′ - A G A C 

TGCGCCTGGTAGTTGT-3′ for Alp; 5′-GAAGCCC 

AGCGGTGCA-3′ and 5′-CACTACCTCGCT GCCC 

TCC-3′ for Ocn.

In vivo experiment
animals and surgical procedures
All in vivo procedures strictly complied with the ethical and 

legal requirements under the Laboratory Animal Care & 

Welfare Committee of the FMMU on Animal Care guidelines 

for the care and use of laboratory animals and were approved by  

the Laboratory Animal Care & Welfare Committee of the 

FMMU. Twenty female Sprague Dawley rats (6 months old, 

320±30 g) were included in this study. Forty implants with 10 

for each group were randomly inserted into the distal femurs of 

20 rats with one implant for each femur. The operations were 

performed under general anesthesia through intraperitoneal 

injection of sodium pentobarbital (40 mg/kg) (Merck Drugs and 

Biotechnology, NJ, USA) with lidocaine hydrochloride for local 

anesthesia. Postoperatively, 24 mg/kg penicillin was adminis-

tered for three continuous days. Twelve weeks after implantation, 

the animals were sacrificed, and the femurs with implants were 

retrieved for histological analysis, and biomechanical test.

histological analysis
Titanium implant samples in each group were maintained 

in 75% ethanol for 7 days. After dehydration through a 

graded series of ethanol and 100% acetone, the samples 

were embedded in polyester resin. We obtained 200 μm 

undecalcified sections with a sawing microtome (Leica SP 

1600; Leica Microsystems, Wetzlar, Germany), and then 

polished these sections until a thickness of 100 μm. Images 

were captured using a fluorescence microscope (Leica Micro-

systems). After the fluorescence observation, the sections 

were stained with methylene blue/acid fuchsin and analyzed 

with a digitized image-analysis system (Leica Microsystems) 

coupled to a light microscope (Olympus Corporation) with a 

high-resolution video camera (card digital camera/red green 

blue color video camera; Sony) and a Trinitron monitor 

(Sony). BIC was calculated as the linear percentage of direct 

BIC to the total implant interface in the cancellous bone.

Biomechanical test
After the specimen harvest, the 10 samples in each group 

were quickly introduced to the biomechanical pullout test 

using a universal material testing system (AGS-10KNG; 

Shimadzu, Kyoto, Japan). The compression speed was set 

at 2 mm/min. The displacement versus force was recorded 

to calculate the maximal pullout force.

statistical analysis
Data were analyzed with the Windows Version 13 Statistical 

Package for the Social Sciences (SPSS Inc., Chicago, IL, 

USA). One-way analysis of variance was used for multiple 

comparisons among these groups. All data were expressed 

as mean values with standard errors. The significance levels 

were notified significant (P,0.05) and highly significant 

(P,0.01) in the figures and tables.

Results
surface properties of selected samples
SEM images clearly displayed the different scales of micro-/

nano-structures of the 36 experimental group samples. The 

nanoparticle arrays were randomly organized over these 

substrates. We screened gradient scales of nanoparticles in 

the range of 20–100 nm and respective gradient scales of 

micron grooves from 36 experimental groups. We identified 

three groups with gradient scales of micro-/nano-structures 

etched by HF under three different etching conditions. Thus, 

we screened three gradient scales of hierarchical micro-/nano-

structures from small to large at different HF concentrations 

and etching times (1%, 3 min; 0.5%, 12 min; 1.5%, 12 min) 

from 36 experimental group samples. Macroscopic surfaces 

(Figure 1A) showed that HF treatment visibly affected the 

titanium surfaces in all etched groups based on the change in 
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surface brightness of the disks from polished (control group) 

to dull gray (etched groups). According to the SEM at a 

magnification of ×5,000, four groups presented micron-level 

changes. The polished group, as a control group, exhibited 

some parallel grooves in the same direction as polishing. 

However, the etched groups showed nonuniform grooves in 

inconsistent directions. In addition, the density of the micron 

grooves on the surface of the group HF3 decreased by more 

than that of the two etched groups. The depth and width of 

the micron grooves on the surface of the group HF3 exhibited 

larger values than the former two etched groups. The widths of 

micron grooves for the three etched groups were 0.5–1, 1–1.5, 

and 1.5–2 μm, respectively. At a magnification of ×50,000, 

only three etched groups exhibited nanoscale changes. The 

etched groups showed an irregular shape of nanoparticles 

distributed in an unordered manner. The diameters of these 

nanoparticles in the three etched groups were 20–30, 30–50, 

and 50–100 nm. AFM revealed that the HF1 groups had 

a dense and small particle-like structure. The group HF2 

showed deep and steep mountain-like structures. The group 

HF3 showed relatively flat and larger hill-like structures. The 

control group showed no nano-level changes.

Surface wettability was measured by determining the 

water contact angles (Figure 1B). The etched groups exhib-

ited high hydrophilicity compared to the control group. 

In addition, among the three treated groups, the group HF3 

Figure 1 Images of the titanium surface from gross observation, seM, aFM and hydrophilcity.
Notes: (A) Micron grooves and corresponding nanoparticles on titanium surfaces were obtained under strict etching conditions and (B) hydrophilicity of the surfaces. 
Titanium surfaces were treated with 1% hF etched for 3 min, 0.5% hF etched for 12 min, and 1.5% hF etched for 12 min (respectively denoted as groups hF1, hF2, and 
HF3). Lower magnification of ×5,000, shows the overall microscale structures (upper images). Higher magnification of ×50,000 reveals nanoparticles (middle images). aFM of 
sample surfaces shows three-dimensional images and roughness of cON (control titanium surface) and treated groups (lower images).
Abbreviations: AFM, atomic force microscopy; HF, hydrofluoric acid; SEM, scanning electron microscopy.
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showed the highest hydrophilic properties because of its 

minimum contact angles (Table 1).

Moreover, EDS (Table 2) confirmed that the fluoride 

contents on the surfaces of treated groups were 1.23%, 

1.17%, and 1.30%, respectively. However, there were no sig-

nificant differences in the surfaces of these treated groups.

cell morphology and cytoskeleton 
assessment
As shown in Figure 2, a magnification of ×1,000 revealed a 

clear morphological difference in hBMMSCs on the different 

titanium plates. The cells on the etched groups spread over 

larger areas compared to cells in the control group. Among 

these etched groups, the group HF3 showed slightly larger 

spreading areas than the other two etched groups. Moreover, 

the cellular pseudopod on the group HF3 was larger than for 

the other two etched groups.

The cytoskeleton morphology of hBMMSCs attached to 

sample surfaces was observed after 6 h of culture (Figure 2). 

The CLSM images showed hBMMSCs stained with FITC-

phalloidin to label the actin cytoskeleton. A larger number of 

microfilaments and stress fibers (thicker bundles of filaments) 

were observed in the three etched groups. Strong labeling was 

frequently observed along the cellular edge and within the 

filopodia. In the control group, the cells were extended with 

many filopodia, but few cellular junctions were observed, 

and most cells did not exhibit a well-developed cytoskeleton. 

The actin bundles exhibited frequent haphazard orientation, 

and few long stress fibers were visible. However, cells on 

the etched surfaces were polygonous in shape with abundant 

long lamellipodia and filopodia forming good intercellular 

junctions between adjacent cells and exhibiting more stress 

fibers and actin microfilaments than those on the control. 

In addition, cells with flatter extensions and junctions were 

observed on the group HF3.

Number of adherent cells
The number of adherent cells on the titanium samples at the 

three time points (30, 60, and 120 min) of incubation is shown 

in Figure 3A. At each interval, the number of adherent cells 

on the etched groups was clearly higher than that on the 

control groups. Interestingly, in each etched group, there 

was no difference in the number of adherent cells following 

incubation for 30 and 120 min, while at 60 min, the number 

of adherent cells on the surface of group HF3 was signifi-

cantly higher than for the other etched groups (Figure 3B) 

(P,0.05).

Osteogenic differentiation of hBMMscs
As shown in Figure 4, ALP production in hBMMSCs on 

all substrates occurred as early as 1 week after incubation 

and increased over time. There were significant differ-

ences in ALP production between the control group and 

etched groups at each time point. There were no obvious 

differences in ALP production among the three etched 

groups. ECM mineralization was assessed by Alizarin Red 

staining at 7 and 14 days. The etched groups induced the 

formation of abundant mineralization nodules that were 

larger than those in the control group. Calcium deposi-

tion indicated that the ECM mineralization levels in the 

group HF3 were significantly higher than those in the other  

two groups.

Osteogenesis-related gene expression
The gene expression of hBMMSCs on the titanium surfaces 

was quantified by real-time PCR as shown in Figure 5. In 

general, the gene expression in cells on the titanium sur-

faces was time-dependent. After 3 days of incubation, the 

Runx2, Alp, and Ocn showed the highest expression in the 

etched groups. However, Runx2 expression was higher in 

HF3 compared to the other two etched groups. After cultur-

ing for 7 days, the etched groups yielded higher expression 

for all genes except for Alp compared to the other sur-

faces. Gene expression in the group HF3 was maintained 

at a high level over time. Runx2, Alp, and Ocn showed 

much higher expression in the etched groups than in the 

control group.

Table 1 contact angles of four different surfaces (n=8)

Parameters Groups

CON HF1 HF2 HF3

contact angles  
(degrees)

45±1.83 16.5±1.18a 15±1.07a 3.3±1.14a–c

Notes: Data are presented as the mean ± standard deviation. aP,0.01 compared 
with cON; bP,0.05 compared with hF1; cP,0.05 compared with hF2. cON 
represents control titanium surface; hF1, hF2, and hF3 represent implants treated 
with 1% hF etched for 3 min, 0.5% hF etched for 12 min, and 1.5% hF etched for 
12 min, respectively.
Abbreviation: HF, hydrofluoric acid.

Table 2 results of eDs analysis for chemical elements of Ti 
surfaces

Elements Groups

CON HF1 HF2 HF3

Ti (w%) 99.68 92.47 92.66 92.68
F (w%) 0 0.57 0.55 0.61
O (w%) 0.32 6.96 6.79 6.71

Notes: cON represents control titanium surface; hF1, hF2, and hF3 represent 
implants treated with 1% hF etched for 3 min, 0.5% hF etched for 12 min, and 1.5% 
hF etched for 12 min, respectively.
Abbreviations: eDs, energy-dispersive spectroscopy; w%, weight percentage; hF, 
hydrofluoric acid.
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histological analysis
The implants were etched by HF under the etching con-

ditions described for the titanium plates. These implant 

surfaces exhibited gradient scales of hierarchical micro-/

nano-structures as described (Figure 6A). The implants 

and osseointegration of peri-implant trabecular bones were 

observed in the undecalcified sections with methylene blue/

acid fuchsin staining. Calcified bone in the stained slides was 

distinguished from other tissues by its characteristic color 

(Figure 6A). Bone tissue was stained bright pink, and the 

implant was stained black in the slides. One section from each 

sample was used for analysis, and the results of histomor-

phometry were expressed as BIC (Figure 6B). Three months 

after implantation, BIC% in the control group and groups 

HF1, HF2, and HF3 was 22.46%±1.98%, 33.17%±2.2%, 

33.82%±3.42%, and 41.04%±3.08%, respectively (Table 3). 

There was a statistically significant difference in BIC% 

between the control group and other etched groups. More-

over, the group HF3 showed a statistically higher BIC% 

compared to the other two etched groups. Groups HF1 and 

HF2 showed insignificant differences in BIC%.

Biomechanical test
Figure 6C shows the results for testing of the maximal pullout 

force of the four groups 12 weeks after implantation. The pull-

out forces of the etched groups were significantly higher than 

Figure 2 hBMMsc adhesion and cytoskeleton were evaluated on the four surfaces after 3 days.
Notes: SEM images of hBMMSCs at magnifications of ×100 and ×1,000. representative clsM images of cells stained with DaPI to show the nuclei (blue) and FITc to show 
the actin filaments (green). CON represents control titanium surface; HF1, HF2, and HF3 represent cells, respectively, on the surfaces treated with 1% HF etched for 3 min, 
0.5% hF etched for 12 min, and 1.5% hF etched for 12 min.
Abbreviations: hBMMscs, human bone marrow-derived mesenchymal stem cells; seM, scanning electron microscopy; clsM, confocal laser scanning microscopy; DaPI, 
4′,6′-diamidino-2-phenylindole; FITC, fluorescein isothiocyanate; HF, hydrofluoric acid.

Figure 3 Number of adherent hBMMscs were evaluated.
Notes: (A) Images of hBMMscs attachment after 30, 60, and 120 min of incubation. (B) Initial number of adherent cells measured by counting cells stained with DaPI. 
aP,0.05 and bP,0.01 compared with control group. cON represents control titanium surface; hF1, hF2, and hF3 represent cells, respectively, on the surfaces treated with 
1% hF etched for 3 min, 0.5% hF etched for 12 min, and 1.5% hF etched for 12 min.
Abbreviations: hBMMscs, human bone marrow-derived mesenchymal stem cells; DaPI, 4′,6′-diamidino-2-phenylindole; HF, hydrofluoric acid.
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Figure 5 Osteogenic gene expression in hBMMscs cultured on titanium surfaces after incubation for 1, 3, 7, and 14 days.
Notes: (A) runx2, (B) alp, and (C) Ocn. The data were obtained by real-time Pcr and are shown as the mean expression relative to gaPDh ± sD. cON represents 
control titanium surface; hF1, hF2, and hF3 represent cells, respectively, on the surfaces treated with 1% hF etched for 3 min, 0.5% hF etched for 12 min, and 1.5% hF 
etched for 12 min.
Abbreviations: hBMMSCs, human bone marrow-derived mesenchymal stem cells; PCR, polymerase chain reaction; SD, standard deviation; HF, hydrofluoric acid; GAPDH, 
glyceraldehyde-3-phosphate dehydrogenase.

Figure 4 alkaline phosphatase staining and alizarin red staining of hBMMscs after 7 and 14 days of culture.
Notes: cON represents control titanium surface; hF1, hF2, and hF3 represent cells, respectively, on the surfaces treated with 1% hF etched for 3 min, 0.5% hF etched 
for 12 min, 1.5% hF etched for 12 min.
Abbreviations: hBMMSCs, human bone marrow-derived mesenchymal stem cells; ALP, alkaline phosphatase; HF, hydrofluoric acid.
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Figure 6 Osseointegration around the four different implants with different micron- and nano-surfaces was evaluated by methylene blue/acid fuchsin staining, histological 
analysis was performed, and maximal pullout force was tested.
Notes: (A) Implants were evaluated by methylene blue/acid fuchsin staining. (B) histological analysis. (C) Maximal pullout force. aP,0.05 compared with cON; bP,0.01 
compared with cON. cON represents control titanium surface; hF1, hF2, and hF3 represent implants treated with 1% hF etched for 3 min, 0.5% hF etched for 12 min, 
and 1.5% hF etched for 12 min, respectively.
Abbreviations: SEM, scanning electron microscopy; BIC, bone–implant contact; HF, hydrofluoric acid.

Table 3 histological analysis and biomechanical test parameters 
of the four different implant surfaces (n=8)

Parameters Groups

CON HF1 HF2 HF3

BIc (%) 22.46±1.98 33.17±2.2a 33.82±3.42a 41.04±3.08a–c

Maximal pullout  
force (N)

30.11±3.36 57.92±2.88a 57.83±4.09a 67.44±6.14a–c

Notes: aP,0.01 compared with cON; bP,0.05 compared with hF1; cP,0.05 
compared with hF2. cON represents control titanium surface; hF1, hF2, and hF3 
represent implants treated with 1% hF etched for 3 min, 0.5% hF etched for 12 min, 
and 1.5% hF etched for 12 min, respectively.
Abbreviations: BIC, bone–implant contact; HF, hydrofluoric acid.

in the control groups (P,0.05). In the three treated groups, 

although there was no significant difference in the groups 

HF1 and HF2, the group HF3 showed the highest maximum  

pullout force.

Discussion
Micro-/nano-structures are widely thought to promote 

osseointegration. At the micron level, the structure of an 

implant surface can increase the contact surface between 

the bone and implant, and thus the biomechanical interlock-

ing between the bone and implant.39 At the nano-level, a 

more textured surface structure increases surface energy. 

High surface energy increases the wettability to blood as 

well as binding of fibrin and matrix proteins. This condi-

tion favors cell attachment and tissue healing, particularly 

immediately after implantation, which is important in the 

osseointegration process.28 In this study, three gradient 

scales of hierarchical micro-/nano-structures were obtained 

by HF etching with different acid concentrations and  

etching times.
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Micro-/nano-structures can be fabricated using additive 

methods and subtractive methods. Additive methods typically 

use templates fabricated through titanium plasma-spraying, 

electron-beam lithography, molecular self-assembly, and 

sol–gel transformation techniques, among others. These 

methods provide more complex micro-/nano-structures, and 

drugs can be coated onto the surface (such as the molecular 

self-assembly method)40 and sub-10 nm length scale structure 

can be achieved (such as electron-beam lithography).41 Sub-

tractive methods typically use templates fabricated through 

blasting, peroxidation (H
2
O

2
) or acid oxidation, and acid 

etching.42 These methods are of particular interest because 

of the following advantages: loading of osteogenic drug and 

antibacterial element on surface, promotion of cell ingrowth 

through porous channel on surface, and adsorption of amino 

acid molecules.43 In these subtractive methods, HF etching 

is widely used for implant modification.44

A highly concentrated, pure aqueous solution of HF 

was first prepared in 1809, and hydrogen fluoride was first 

obtained at the end of the 18th century.45,46 The major applica-

tions of aqueous HF are as household and industrial products. 

In the medical field, HF etching can be used to modify implant 

surfaces due to the following advantages: First, random and 

irregular micro-/nano-structures can be obtained using HF 

without deliberate manipulation.35 The reason for this can 

be explained as follows. The etching in HF readily removes 

the natural oxide from the surface and dissolves titanium and 

generates Ti ion and F ion. Ti ion can be further oxidized by 

atmospheric oxygen or can be complexed by F ion. This treat-

ment induces a micro rough surface, due to the preferential 

dissolution of the alpha phase of the biphasic alloy by HF.35 

Considering the Ti–Al–V alloy, the alpha phase (rich in Al) 

is covered by a more efficient passivation film (since both Ti 

and Al occur in its formation), while the beta phase (rich in V) 

is passivated by a simple TiO
2
 film. A localized corrosion at 

the grain boundary between the alpha phase and beta one can 

be noticed causing surface beta crystal detachment and pitting 

effect.35 HF etching does not cause any variation of the surface 

morphology, and typical nanostructure is undamaged on the 

crests and on the valleys of the thread.47 Second, osteogenic 

fluorine elements can also be loaded onto the surface by bond-

ing of oxygen and Ti to form TiFxOH, which can modulate 

osteogenesis by upregulating the expression levels of genes 

such as Runx2 and BSP.13,48 Third, aqueous HF is also highly 

efficient, of low cost, simple to use in industrialization, and 

shows a good clinical effect.33

Our results demonstrate that HF3 group became more 

hydrophilic and exhibited markedly improved wettability. 

A better understanding of the surface roughness and structure 

of modified titanium surfaces is a basic requirement for the 

discussion of wettability.49 The high-magnification SEM 

images (Figure 1A) also showed that similar nanoparticles 

were distributed in each experimental group and that the 

nanoparticles of the largest sizes were distributed in HF3 

group. AFM three-dimensional images (Figure 1A) showed 

that the nanoparticles of the largest sizes were distributed in 

HF3 group, which indicates the largest surface roughness on 

HF3 group. This surface structure increases surface energy 

resulting in the good wettability. With a similar tendency, the 

contact angles of the HF3 group were lowest. Thus, surface 

hydrophilicity influences the adsorption of cell adhesion 

proteins containing Arg–Gly–Asp (RGD) sequences and thus 

enhances the adhesion and spreading of osteoblast precur-

sors on implant surfaces.50 That is a good explanation for the 

results of hBMMSCs adhesion.

We found that the hierarchical micro-/nano-structures 

with micron groove widths of 1.5–2 μm and nanoparticle 

diameters of approximately 50–100 μm showed better 

osteogenic activity than the other two etched groups. These 

results can be explained as follows. First, from the micro 

perspective, a wide groove is beneficial for cell adhesion 

and high resistance to implantation friction.47 Cells on 

the flat part of the substrate spread randomly, while in the 

grooved part, the cells are elongated. It has been reported 

that the lamellipodia of cell edges preferentially adhere to 

the floor of 2.1 μm-wide grooves.5 Second, from the nano 

perspective, previous studies have shown that cell adhesion 

requires nanoscale adhesion-localized nanoparticles that 

change in response to integrin clustering.51 Filopodia are fine 

structures. Their adhesion to a material surface depends on 

the increased density of nanoparticles at focal adhesion sites. 

Supporting evidence for our hypothesis is that if individual 

RGD ligands of adhesion-related particles were present at a 

density of 70 nm apart (similarly to nanoparticles at a diam-

eter of 70 nm), MSCs preferred to gather more individual 

integrins on the surface into mature adhesions.51 Shen et al 

demonstrated that the spreading, proliferation, and differen-

tiation of MSCs could be greatly improved by hierarchical 

structures with large nanoparticles (80 nm) at the cellular 

and molecular levels.27

There were some limitations to our study. First, it was 

difficult to avoid chemical effects induced by fluorine ion 

during modification of a titanium surface with HF; however, 

we found that the fluorine content was equivalent in the three 

etched groups. Second, although osteogenic activity of the 

titanium surface was evaluated in vitro using hBMMSCs and 
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in vivo using rats, effects of this surface must be evaluated in 

humans. Third, three selected groups with gradient scales of 

hierarchical micro-/nano-structures and other etched groups 

may require further evaluation. In addition, fatigue resistance 

and corrosion resistance were not evaluated after HF etch-

ing. Further characterizations of the disks and screw should 

be performed, and the mechanism underlying cell behavior 

changes on the three gradient micro-/nano-structure surfaces 

requires further analysis.

Conclusion
In summary, three gradient scales of hierarchical micro-/

nano-structures on titanium surfaces were obtained by HF 

treatment with different acid concentrations and etching 

times. Hierarchical micro-/nano-structures with large micron 

grooves (1.5–2 μm) and nanoparticles (50–100 nm) enhanced 

cell behavior in vitro and promoted osteogenic activity 

in vivo, indicating promise in clinical applications.
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