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The predominantly deep-sea hexactinellid sponges are known for their ability to construct remarkably com-
plex skeletons from amorphous hydrated silica. Euplectella aspergillum , one of such species, has a skeletal
system consisting of a square-grid-like architecture overlaid with a double set of diagonal bracings, creating
a checkerboard-like pattern of open and closed cells. Here we show that this diagonal reinforcement strategy
achieves the highest buckling resistance for a given amount of material using a combination of mechanical
tests of 3D-printed specimens and �nite element simulations of sponge skeleton architectures. Furthermore,
using an evolutionary optimization algorithm, we show that our sponge-inspired geometry occurs near the
design space's material distribution optimum. Our results demonstrate that lessons learned from the study
of sponge skeletal systems can be exploited for the realization of square beam lattice structures that are
geometrically optimized to avoid global structural buckling, with implications for improved material use in
modern infrastructural applications.

The mineralized skeletal system of the hexactinel-
lid sponge, Euplectella aspergillum, commonly known as
Venus' Flower Basket, has received signi�cant attention
from the engineering and materials science communities
for its remarkable hierarchical architecture and mechan-
ical robustness across multiple length scales. Its con-
stituent glassy skeletal elements (spicules) consist of a
central protein-based organic core surrounded by alternat-
ing concentric layers of consolidated silica nanoparticles
and thin organic interlayers. [1–3] These spicules are fur-
ther organized to form a highly regular square grid pat-
tern, reinforced by two intersecting sets of paired diagonal
struts, creating a checkerboard-like pattern of alternating
open and closed cells (see Fig. 1). While the effects of the
laminated architecture of individual spicules in retard-
ing crack propagation [4] and increasing their buckling
strength [5] have been demonstrated previously, the poten-
tial mechanical bene�ts for the entire composite skeletal
structure imposed by the double diagonal square lattice
created from these constituent spicules remains largely
unexplored.

Grid-like, open-cell lattice arrangements such as those
found in the skeletal system of E. aspergillumare com-
monly employed in engineering contexts, owing to their
reduced weight [6,7], high energy absorption [8] , and abil-
ity to control the propagation of acoustic [9] and thermal
waves [10–12]. Generally, the properties and functionality
of such materials are dictated by their node connectivity.
In particular, a minimum node connectivity of 6 is re-

Figure 1: Skeletal system of the hexactinellid sponge Eu-
plectella aspergillum. (a-c) Progressively magni�ed views of the
sponge's skeletal system. (d) Composite overlay of the idealized
truss model (green and blue lines) and the sponge's underlying
skeletal structure. (e) Schematic of our sponge-inspired lattice with
rectangular cross-section (Design A) comprising non-diagonal el-
ements with length L and thickness TA,nd and diagonal elements
with thickness TA,d located at a distance S from the nodes. Scale
bars: (a) 4 cm; (c) 2.5 mm.
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Figure 2: Experimental and numerical results. (a)-(d) Schematics of the different designs (Design A-D) considered in this study. (e)
Mechanical deformation snapshots of the different 3D printed models at 0% applied strain (top row) and 6% applied strain (bottom row).
Scale bar: 3 cm. (f) Numerical (dashed lines) and experimental (solid lines) stress-strain curves for n = 3 independently tested samples of
each design. Curves in this plot are color coded according to (a)-(d). All designs are characterized by the same total volume and mass ratio
allocation between non-diagonals and diagonal elements.

quired for 2D lattice materials to be stretching-dominated,
and therefore, more weight-ef�cient for structural appli-
cations[13]. As such, lattice materials with simpler square
architectures, which are lacking diagonal elements (node
connectivity of 4), are known to be very unstable when
loaded along speci�c directions (as they are bending-
dominated, and the only shear resistance arises from the
joints) [14] and typically require diagonal bracings for sta-
bilization. [15]

In this paper, we use the skeletal anatomy of E. as-
pergillum as inspiration for the design of mechanically
robust square lattice architectures (more information on
the sponge skeletal structure can be found in Supplemen-
tal Note 1 and Supplementary Fig. 1). First, we use a
combination of experimental and numerical analyses to
understand the overarching mechanical functions driving
the particular and regular alignment of beams found in
the sponge's skeletal system. We then employ an opti-
mization algorithm to determine the beam con�guration
in a reinforced square lattice that achieves the highest crit-
ical load. Unexpectedly, we �nd that the skeletal system
of E. aspergillumis very close to this optimal design. These
results demonstrate that an integrated work �ow, com-
bining biological, computational, and mechanical testing
approaches, can guide the design of lattice architectures
which are structurally more robust than those currently
used in modern devices and infrastructure.

To understand the mechanical bene�ts of the sponge's
skeletal architecture, we compare the performance of its

geometry to that of three other 2D square base lattices, all
with the same total volume (i.e. the same total amount of
material) to ensure a fair comparison [14]. In each of these
structures, the base square architecture is comprised of el-
ements with lengths L, and with rectangular cross sections
characterized by a depth H large enough to avoid out-of-
plane deformation. More speci�cally, we considered De-
sign A, which is inspired by the sponge and comprises hor-
izontal and vertical elements with thickness TA,nd = 0.1L
and two sets of parallel double diagonals with thickness
TA,d = 0.05L located at a distanceS = L/ (

p
2 + 2) from

the nodes (see Fig. 2(a));Design B, which is similar to the
sponge-inspired design with TB,nd = 0.1L but only con-
tains a single diagonal with thickness TB,d = 0.1L crossing
each of the closed cells (see Fig. 2(b));Design C, which is
inspired by the bracings found in modern structural en-
gineering with TC,nd = 0.1L and contains a crossed set of
diagonal beams with thickness TC,nd = 0.05L in every cell
(see Fig. 2(c)); andDesign D, with no diagonal reinforce-
ment and horizontal and vertical elements with thickness
TD,nd = 0.1L(1 + 1/

p
2) (see Fig. 2(d)). Note that in an

effort to further provide a fair comparison, the volume
ratio of diagonal to non-diagonal struts is also identical
for Designs A, B, and C (see Supplementary Note 2 and
Supplementary Figs. 2-5 for details and assumptions).

We begin our analysis by comparing the mechanical
response under uniaxial compression along the vertical
elements of the four lattices described previously. Sam-
ples comprising of 6 � 6 tessellations of square cells with
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L = 1.5 cm and H = 4 cm were fabricated with a Con-
nex500 multi-material 3D printer (Stratasys, Eden Prairie,
Minnesota, United States) from a Shore A 95 durome-
ter (digital elastomer FLX9795-DM) and compressed uni-
axially using a single axis Instron (Model 5969) with a 50
kN load cell (see Fig. 2(e)). Two key features emerged
from the stress-strain curves reported in Fig. 2(f). First,
we found that all designs with diagonal reinforcement (i.e.
Designs A-C) are characterized by a nearly identical initial
elastic response, demonstrating that the different diagonal
reinforcement designs do not impact the structure's initial
overall stiffness. Design D, as expected, exhibits a higher
initial stiffness because of its thicker vertical and horizon-
tal elements. Second, all curves show a clear maximum
load bearing capacity, with Design A(the sponge-inspired
design) accommodating the highest load. Since such max-
imum corresponds to the onset of buckling, we infer that
Design Adisplays the highest critical buckling stress be-
tween the considered designs. Furthermore, we found
that in all three designs with diagonals, the post-buckling
behavior resulted in a homogeneous pattern transforma-
tion throughout the sample (see Fig. 2(e)). In contrast,
for Design D, the critical mode resulted in a much larger
wavelength than the size of a square unit cell and results
in a post-buckled shape qualitatively similar to that of
a compressed buckled beam (�nd more information on
the experimental methods in Supplementary Note 3 and
Supplementary Tab. 1).

In an effort to understand how the sponge-inspired lat-
tice design results in signi�cantly improved mechanical
performance, we conducted Finite Element (FE) simula-
tions using ABAQUS/Standard (Dassault Systémes SE,
Vélizy-Villacoublay, France). For these analyses, the ge-
ometries were constructed using Timoshenko beam ele-
ments (ABAQUS element type B22) and the material's
response was captured using an incompressible Neo-
Hookean material model with a shear modulus m= 14.5
MPa. Our simulations consisted of three steps: (i) a buck-
ling analysis ( � BUCKLEstep in ABAQUS) was conducted
to obtain the modes for each of the structures, (ii ) a per-
turbation in the form of the lowest buckling mode was ap-
plied to the nodes of the mesh, and (iii ) a static non-linear
analysis (� STATIC step in ABAQUS) was performed to
evaluate the large deformation nonlinear responses. To
verify the validity of our analyses, we investigated the
responses of models identical to the specimens tested in
our Instron compression studies. As shown in Fig. 2(f),
we found close agreement between the numerical and ex-
perimental results up to the onset of buckling, con�rming
the accuracy of our simulations for capturing the linear
regime and critical load. Next, we extended our FE model
to explore the effects of loading direction. To reduce com-
putational cost and eliminate edge effects, we capitalized
on the periodicity of the structures and investigated the
response of Representative Volume Elements (RVEs) with
suitable periodic boundary conditions [16,17] (see Supple-
mentary Note 4 and Supplementary Figs. 6-24 for details
and additional numerical analysis). Fig. 3(a) shows the
evolution of the structures' effective stiffness, Ē, as a func-

Figure 3: Numerical results describing structural response to
varying loading angle. (a) Evolution of the structural stiffness for
in�nite size periodic lattice designs as a function of loading angle q.
(b) Critical buckling modes for Design A-D at q = 0� . (c) Evolution
of the effective buckling stress for the different lattice designs as
a function of loading angle q. Results are obtained by simulating
a super-cell with 10 by 10 unit and periodic boundary conditions.
(d) Evolution of the effective buckling stress as a function of the
loading angle q for �nite (non-periodic) lattice structures comprising
10 by 10 unit cells. In each plot, the line color corresponds to the
designs by color in (b). All designs are characterized by the same
total volume and mass ratio allocation between non-diagonal and
diagonal elements.

tion of the loading angle q. We found that the stiffness of
all structures containing diagonal reinforcement was vir-
tually identical for any loading angle, further con�rming
that the structural stiffness was predominantly governed
by the amount of material allocated along the loading di-
rection. As a result, Design D, in which all of the material
was allocated to the non-diagonal elements, exhibited the
highest stiffness for q = 0� , but had almost negligible
load-bearing capacity for q = 45� , where the only con-
tribution to its stiffness came from the minimal bending
resistance of the joints (see Supplementary Fig. 21 in for a
detailed analysis of the effect of joint stiffness).

Next, we investigated the effect of q on the buckling
behavior of Designs A-D. We found that the effective criti-



Nature Materials Submission Vol. X, No. X / July 2020 4/6

cal buckling stress (s̄cr) of Design Awas higher than the
other diagonally reinforced designs (namely Design Band
Design C) for all values of q (Fig. 3(b)). Design Dsurpasses
Design Afor 27� < q < 63� when considering an in�nite
structure. However, given the global nature of the buck-
ling mode for Design D, such performance was largely af-
fected by boundary effects and the critical buckling stress
was signi�cantly reduced when considering a �nite size
structure comprising 10 � 10 RVEs (Fig. 3(d) - see also
Supplementary Fig. 20). Furthermore, the Design Age-
ometry has proven to be robust to moderate variations of
disorder (see Supplementary Fig. 23 and Supplementary
Fig. 24).

Having demonstrated the bene�ts of the sponge-
inspired design ( Design A) compared to Designs B-D, we
wondered whether there existed a different diagonally
reinforced square lattice design with even higher critical
buckling stress. To answer this question, we formulated
an optimization problem to identify the number of diago-
nals, N, their distance from the nodes of the square lattice
Si (with i = 1, 2, ..,N), as well as the ratio between diag-
onal and non-diagonal elements l = Vnd/ Vd (Vnd and
Vd being the volume of the non-diagonal and diagonal
elements, respectively) that resulted in the highest buck-
ling stress. Particularly, we considered �nite size struc-
tures composed of 3 � 3 RVEs and focused on uni-axial
compression parallel to the non-diagonal elements (i.e.
q = 0� ), while constraining the total volume of the RVE to
match that of the designs considered in Fig. 2. We maxi-
mized the objective function Z = s̄cr using FE simulations
coupled to a Python implementation of the Covariance
Matrix Adaptation Evolution Strategy algorithm (CMA-
ES)[18] (more information on the implementation found
in Supplementary Note 5, Supplementary Figs. 25-27 and
Supplementary Tabs. 2-3). For each set of inputs identi-
�ed by CMA-ES, a FE buckling analysis was conducted
to obtain s̄cr and, therefore, evaluate the objective func-
tion Z . We conducted seven separate optimizations, each
considering a �xed integer number of diagonal elements
N, ranging from one to seven ( N = Z 2 [1, 7]). Given the
high strength of lattices reinforced by diagonals aligned
at a 45� angle[19], in all the runs we assumed that all diag-
onals are oriented at 45� with respect to the non-diagonal
members and that Vd and Vnd were distributed equally
among the diagonal and non-diagonal elements, respec-
tively. Furthermore, to ensure symmetry, we assumed
that S2i � 1 = S2i (i = 1, 2, ...,N/ 2) if N is an even num-
ber and S1 = 0 and S2i � 1 = S2i (i = 2, 3, ...,(N � 1)/ 2)
for odd values of N. In Fig. 4(a) we report the highest
s̄cr identi�ed by CMA-ES for all considered number of
diagonals N. Remarkably, we found that the highest s̄cr
is only 9.55%higher than that of Design Aand occurred
for a design similar to the sponge-inspired one (with two
diagonals located at a distance S = 0.1800L from the
nodes and volume is distributed so that l = 0.6778). As
such, this numerical prediction, which was validated by
experimental results (see Fig. 4(b)), demonstrated that the
sponge-inspired design was extremely close to the design
providing the highest critical stress.

Figure 4: Optimization results and experimental validation. (a)
Optimal value of critical buckling load for varying number of diago-
nals. The color of each point represents the optimal mass ratio l . (b)
numerical (dashed lines) and experimental (solid lines) stress-strain
curves for n = 3 independently tested samples of Design A and the
optimal design. (c) Experimental snapshots of the optimal design at
0% applied strain (top �gure) and 6% applied strain (bottom �gure).
Scale bar: 3 cm.

Thus far, we demonstrated that the skeletal organiza-
tion pattern found in E. aspergillumcould be adapted to
realize lattice structures with high buckling resistance un-
der uniaxial compression. However, it should be noted
that the superior mechanical performance of the sponge-
inspired lattice (i.e. Design A) is not limited to this loading
condition. To demonstrate this important point, Fig. 5
shows results for a slender tessellation of 11 � 2 square
cells loaded in three point bending. In this scenario, using
an Instron, the slender geometry is �xed in on the bottom
outer two edges and a displacement dappl is applied at the
top center of the geometry. As the displacement is applied,
the reaction force is measured and plotted in Fig. 5(b) for
the various geometries. Both our experiments and FE sim-
ulations demonstrated that the sponge-inspired design
was stiffer and could withstand higher loads by approxi-
mately 15%over a larger range of applied displacements,
illustrating the potential bene�t of incorporating such
design in suspended structures. We further used FE simu-
lations to evaluate the performance of Designs A-D in 5
other loading regimes. For all of the loading cases consid-
ered (see Supplementary Figs. 9-12), we found thatDesign
A is able to withstand signi�cantly higher loads than any
of the other structures – making it the best candidate to
realize load bearing structures for a variety of applica-
tions. Although in this study, we focused on lattices at
the centimeter scale, we want to emphasize that our ap-
proach can be extended to design structures over a wide
range of length scales as long as within the continuum
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Figure 5: Numerical and experimental results of slender struc-
tures undergoing 3-point bending tests. (a) Experimental snap-
shots of the four lattices comprising 11� 2 square cells when loaded
in 3-point bending at dappl/ L = 0.45. Scale bar: 3 cm. (b) Evolu-
tion of n = 3 experimentally obtained samples (continuous lines)
and numerically (dashed lines) recorded reaction forces for the four
designs as a function of the applied displacement.

limit. However, in our analysis we did not account for the
effect of gravity, which could become a signi�cant source
of loading for large scale structures.

In summary, through the analysis of the skeletal or-
ganization of E. aspergillum, we discovered that its non-
trivial, double-diagonal, checkerboard-like square lattice
design provides unprecedented mechanical performance.
We compared the sponge-inspired lattice (Design A) to
other common diagonally reinforced square lattices ( De-
sign B-C) and the non-diagonally reinforced lattice ( De-
sign D), all with the same total mass, and found that the
sponge-inspired design provides a superior mechanism
for withstanding loads prior to the onset of buckling for a
wide range of loading conditions. Additionally, by using
optimization tools to survey a broad multi-dimensional
design space, we found that the sponge skeletal architec-
ture is nearly identical to the lattice design that provides
the highest critical stress under uniaxial compression.

The results presented here, therefore demonstrate that
by intelligently allocating material within a square lattice,
it is possible to produce structures with optimal buck-
ling resistance, without the need to add additional ma-
terial to the system. The mechanical properties of the

sponge-inspired lattice described here thus have implica-
tions for improving the performance of a wide range of
truss systems, with applications ranging from large-scale
infrastructure such as bridges and buildings, to small-
scale medical implants.

While not the primary focus of the present study, the
results presented here may also shed new light on func-
tional aspects of the skeletal organization in E. aspergillum.
It is important to note that skeletal maturation in this and
related species progresses through two distinct phases
(a "�exible" phase and a "rigid" phase), ultimately result-
ing in the terminal growth form shown in Fig. 1 [1,20,21].
In the early "�exible" stage of growth, the vertical, hori-
zontal, and diagonal skeletal struts are not fused to one
another, and thus can accommodate radial expansion of
the skeletal cylinder. In addition, at this point, the me-
chanical behavior of the sponge structure is dominated by
the properties of the individual spicules, that have been
reported to support signi�cant bending deformation and
to fail at strains greater than those found for buckling in
our lattices, namely at strains greater than e � 0.04[23,24].
Once the maximum length and width of the cylindrical
lattice is achieved, the skeleton goes through a series of
rigidi�cation steps, resulting in a progressive stiffening
of the skeletal system through nodal fusion of the verti-
cal, horizontal, and diagonal struts via the deposition of
a lower modulus laminated silica cement [22], followed
by the addition of the spiraling external ridges and ad-
ditional densi�cation of the skeleton. Therefore, while
the results presented here are thus unlikely to be biolog-
ically relevant with regards to the fully mature skeleton
shown in Fig. 1, they may very well be relevant during the
early stages of skeletal consolidation in this and related
species where the buckling strains exceed the laminate
yield strains [22–24].

METHODS AND MATERIALS

Parameter derivation and explanation of each geometry
can be found in Supplementary Note 2. Details on the
fabrication of the samples and the protocol for testing
can be found in Supplementary Note 3. The numerical
setup and explanation for the FE analysis can be found
in Supplementary Note 4. Additional numerical analysis
including parameter exploration and consideration for dif-
ferent cross-section is presented in Supplementary Note
4.1. A detailed description of the optimization algorithm
can be found in Supplementary Note 5.

ACKNOWLEDGMENTS

This work was supported by: NSF-GRFP Fellowship
Grant# DGE-1144152 (for M. C. F.), GEM Consortium
Fellowship (for M. C. F.), the Harvard Graduate Prize Fel-
lowship (for M. C. F.) and NSF Grant# DRMEF-1533985.
We would also like to thank James R. Rice, John W.
Hutchinson, Frederick H. Abernathy, Joost Vlassak, Simos
Gerasimidis, and Chris Rycroft for insightful discussions.



Nature Materials Submission Vol. X, No. X / July 2020 6/6

AUTHORS CONTRIBUTIONS

JA, KB, JCW, and MCF secured research funding. KB and
JCW supervised the research. MCF and JCW generated
models and performed mechanical testing and FE simula-
tions. MCF, KB, and JCW analyzed the data. MCF, KB, JA
and JCW wrote the paper.

ETHICS DECLARATION

Competing Financial Interests

The authors would like to disclose a submitted patent
application on related geometric features reported in
this manuscript. United States Patent and Trademark
Of�ce (USPTO) (RO/US) application number: 002806-
094100WOPT �led in 2019. The authors declare no further
competing interests.

DATA AVAILABILITY

The data that supports the �ndings of this study are avail-
able from the corresponding authors upon request.

REFERENCES
[1] FE Schulze. Report on the hexactinellida collected by hms"

challenger" during the years 1873–1876.HMS Challenger
Sci Results Zool, 21:1–513, 1887.

[2] Joanna Aizenberg, James C Weaver, Monica S Thanawala,
Vikram C Sundar, Daniel E Morse, and Peter Fratzl.
Skeleton of euplectella sp.: structural hierarchy from the
nanoscale to the macroscale. Science, 309(5732):275–278,
2005.

[3] James C Weaver, Garrett W Milliron, Peter Allen, Ali Mis-
erez, Aditya Rawal, Javier Garay, Philipp J Thurner, Jong
Seto, Boaz Mayzel, Larry Jon Friesen, et al. Unifying de-
sign strategies in demosponge and hexactinellid skeletal
systems. The Journal of Adhesion, 86(1):72–95, 2010.

[4] Ali Miserez, James C Weaver, Philipp J Thurner, Joanna
Aizenberg, Yannicke Dauphin, Peter Fratzl, Daniel E Morse,
and Frank W Zok. Effects of laminate architecture on frac-
ture resistance of sponge biosilica: lessons from nature.
Advanced Functional Materials, 18(8):1241–1248, 2008.

[5] Michael A. Monn, James C. Weaver, Tianyang Zhang,
Joanna Aizenberg, and Haneesh Kesari. New functional
insights into the internal architecture of the laminated an-
chor spicules of euplectella aspergillum. Proceedings of the
National Academy of Sciences, 112(16):4976–4981, 2015. ISSN
0027-8424. . URLhttp://www.pnas.org/content/112/16/4976.

[6] T. A. Schaedler, A. J. Jacobsen, A. Torrents, A. E. Sorensen,
J. Lian, J. R. Greer, L. Valdevit, and W. B. Carter. Ultralight
metallic microlattices. Science, 334(6058):962–965, 2011. .
URL http://science.sciencemag.org/content/334/6058/962.

[7] M.F Ashby. The properties of foams and lattices. Philosoph-
ical Transactions of the Royal Society of London A: Mathemati-
cal, Physical and Engineering Sciences, 364(1838):15–30, 2006.
ISSN 1364-503X. . URLhttp://rsta.royalsocietypublishing.org/
content/364/1838/15.

[8] A.G. Evans, J.W. Hutchinson, N.A. Fleck, M.F. Ashby, and
H.N.G. Wadley. The topological design of multifunctional

cellular metals. Progress in Materials Science, 46(3):309 – 327,
2001. ISSN 0079-6425. . URLhttp://www.sciencedirect.com/
science/article/pii/S0079642500000165.

[9] A Srikantha Phani, J Woodhouse, and NA Fleck. Wave
propagation in two-dimensional periodic lattices. The Jour-
nal of the Acoustical Society of America, 119(4):1995–2005,
2006.

[10] TJ Lu, HA Stone, and MF Ashby. Heat transfer in open-cell
metal foams. Acta materialia, 46(10):3619–3635, 1998.

[11] MF Ashby, CJ Seymour, and D Cebon. Metal foams and
honeycombs database, 1997.

[12] Anthony Glyn Evans, JW Hutchinson, and MF Ashby. Mul-
tifunctionality of cellular metal systems. Progress in materi-
als science, 43(3):171–221, 1998.

[13] VS Deshpande, MF Ashby, and NA Fleck. Foam topology:
bending versus stretching dominated architectures. Acta
Materialia, 49(6):1035–1040, 2001.

[14] Lorna J Gibson and Michael F Ashby. Cellular solids: struc-
ture and properties. Cambridge university press, 1999.

[15] A Srikantha Phani and Mahmoud I Hussein. Dynamics of
Lattice Materials. John Wiley & Sons, 2017.

[16] M. Danielsson, D. M. Parks, and M. C. Boyce. Three-
dimensional micromechanical modeling of voided poly-
meric materials. Journal of Mechanics Physics of Solids, 50:
351–379, February 2002. .

[17] K. Bertoldi and M. C. Boyce. Mechanically triggered trans-
formations of phononic band gaps in periodic elastomeric
structures. Phys. Rev. B, 77:052105, February 2008. . URL
https://link.aps.org/doi/10.1103/PhysRevB.77.052105.

[18] Nikolaus Hansen, Youhei Akimoto, and Petr
Baudis. CMA-ES/pycma on Github. Zenodo,
DOI:10.5281/zenodo.2559634, February 2019. URL
https://doi.org/10.5281/zenodo.2559634.

[19] Michael Rex Horne and Wilfred Merchant. The stability of
frames. Elsevier, 1965.

[20] F. E. Schulze.Hexactinellida, in Scienti�c Results of the German
Deep-Sea Expedition with the Steamboat, Valdivia 1898–1899.
C. Chun (Ed.) Verlag Gustav Fischer, Jena, Germany, 1904.

[21] Tomomi Saito, Itaru Uchida, and Masatsune Takeda. Skele-
tal growth of the deep-sea hexactinellid sponge euplectella
oweni, and host selection by the symbiotic shrimp spongi-
cola japonica (crustacea: Decapoda: Spongicolidae).Journal
of Zoology, 258(4):521–529, 2002.

[22] Alexander Woesz, James C Weaver, Murat Kazanci, Yan-
nicke Dauphin, Joanna Aizenberg, Daniel E Morse, and
Peter Fratzl. Micromechanical properties of biological sil-
ica in skeletons of deep-sea sponges.Journal of Materials
Research, 21(8):2068–2078, 2006.

[23] Michael A Monn, Kaushik Vijaykumar, Sayaka Kochiyama,
and Haneesh Kesari. Lamellar architectures in stiff biomate-
rials may not always be templates for enhancing toughness
in composites. Nature Communications, 11(1):1–12, 2020.

[24] SL Walter, BD Flinn, and G Mayer. Mechanisms of tough-
ening of a natural rigid composite. Materials Science and
Engineering: C, 27(3):570–574, 2007.


	Methods and Materials
	Acknowledgments

	Data Availability

