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The photometric calibration of the Sloan Digital Sky Sur{&DSS) is a multi-step process which involves data from
three different telescopes: the 1.0-m telescope at the U&INEbservatory (USNO), Flagstaff Station, Arizona (which
was used to establish the SDSS standard star network); t8& 85-m Photometric Telescope (PT) at the Apache Point
Observatory (APO), New Mexico (which calculates nightlyiestions and calibrates secondary patch transfer fiedois);
the SDSS 2.5-m telescope at APO (which obtains the imagitegfdathe SDSS proper).

In this paper, we describe the Monitor Telescope Pipelie?l PE, the software pipeline used in processing the data
from the single-CCD telescopes used in the photometribiedlon of the SDSS (i.e., the USNO 1.0-m and the PT). We
also describe transformation equations that convert phetiy on the USNO-1.0m/¢'r’i’2" system to photometry the
SDSS 2.5mugriz system and the results of various validation tests of MBI PE software. Further, we discuss the
semi-automated PT factory, which ruNBPI PE in the day-to-day standard SDSS operations at Fermilatallfzirwe
discuss the use &fTPI PE in current SDSS-related projects, including the Southégr’s’ 2" Standard Star project, the

u'g'r'i’ 2z’ Open Star Clusters project, and the SDSS extension (SDSS-II

(© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim
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1 Introduction

The Sloan Digital Sky Survey (SDSS; York et al. 2000;

Stoughton et al. 2002a; Abazajian et al. 2003, 2004, 2005;
Adelman-McCarthy et al. 2006) is a modern, CCD-based
optical imaging and spectroscopic survey of the Northern

the full 2.5° width of a survey stripe, and each group
is spaced at roughly5° (1 hour) intervals along a sur-
vey stripe. [The positions of patches along a stripe have
been optimized to avoid bright( < 8) stars; hence the
slight variability in the spacings between patch groups
and between patches within patch groups.] To calibrate

Galactic Cap. Both imaging and spectroscopy are perfomed the 2.5m imaging camera photometry, atmospheric ex-

using a 2.5m f/5 Ritchey-Chrétien telescope (Gunn et al.

tinction measurements are taken from PT observations

2006). The imaging camera (Gunn et al. 1998) contains an for the night, and photometric zeropoints are obtained

imaging array of thirty 20482048 SITe CCDs and scans
the sky in drift scan mode along great circles in five dif-
ferent filters {griz). A complete scan from the western
to the eastern borders of the survey area is callsttip.

by matching stars in the imaging camera data with those
from the secondary patches. This method of calibration
permits the 2.5m telescope to spend its time more effi-
ciently, in that the onus of obtaining nightly extinction

Since there are gaps within the CCD mosaic, it requires measurements and of calibrating primary and secondary

two strips, offset by 93% of a CCD width, to fill in a com-
plete rectangular area (which is callgwipe). The imaging
portion of the SDSS has a depthof= 22.2 (95% detec-
tion repeatablity for point sources; Ivezit et al. 2004)l-F

lowup spectrosopy is performed for a variety of targetted

galaxies (Eisenstein et al. 2001; Strauss et al. 2002)agsias
(Richards et al. 2002), and stars via a pair of 320-fiber multi
object spectrographs.

standard stars is shifted to other, smaller telescopes.
The three software pipelines are:

1. the Monitor Telescope Pipelin®[PI PE)!, which was

used to process the USNO-1.0m data for setting up the
u'g'r'i’z’ primary standard star network (Smith et al.

2002), and which is currently used to process the PT
data for determining the atmospheric extinctions at APO
each night and for calibrating the secondary patch fields

The SDSS imaging covers several thousand square de- i ne SDSSigriz system:
grees of sky, and over this region the SDSS photometric ca the Photometric PipelindHOTC;, Lupton et al. 2001:

ibrations achieve an accuracy«0.02 mag (2%) rms i,
r, andi and~0.03 mag (3%) in: andz (Ivezic et al. 2004;
Adelman-McCarthy et al. 2006). The photometric calibra-

Lupton 2006), which processes the 2.5m imaging cam-
era data, yielding among its many outputs accurate as-
trometry (Pier et al. 2003) angyriz instrumental pho-

tion of the SDSS 2.5m imaging data is a multi-step process tometry (counts); and
which involves the data from three different telescopes ang 1,0 (New) Final éalibrations PipelinsfCALI B; § 4.5.3]

three different data processing pipelines. The telescopes
guestion are:

of Stoughton et al. 2002a), which matches the stars in
the PT secondary transfer fields with the 2.5m imag-

1. the US Naval Observatory (USNO) 1.0-m telescope at INg camera photometry, calculates the resulting photo-
Flagstaff Station, Arizona, which was used to set up a Metric zeropoints, and applies them to the 2.5m instru-

network of 158 primary standard stars for thig'r’s’ 2’
photometric system in the magnitude rafige ' < 14
(Fig.[; Fukugita et al. 1996; Smith et al. 2002);

mental magnitudes. (To deal with 2.5m imaging scans
that are observed over a range of airmasse€AL | B
also makes use of the first-order atmospheric extinction

. the 0.5-m Photometric Telescope (PT) at Apache Point Coefficients measured by the PT on the same night as

Observatory (APO), New Mexico, which observes a set @ given imaging scan. Since most 2.5m imaging scans

of w’¢'r'i’z’ primaries over a range of airmasses to de-

only cover a small range in airmass, this is typically a

termine the photometric solution for the night (zeropdints Small effect.)

& extinctions), and calibrates stars downifo~ 18 in

These pipelines were written with the expressed purpose

transfer fields — or secondary patches — that are placefl meeting the image processing and calibration needs of

throughout the SDSS survey area (fFlg. 2); and

the SDSS, and are in no way meant to supplant the many ex-
. the SDSS 2.5-m telescope itself (Gunn et al. 2006), alsellent general-purpose astronomical image processitdg an

located at APO, whose imaging camera (Gunn et analysis packages like IRARTody 1986, 1993), MIDAS
1998) scans over the secondary patches [FFig. 2) durifigyarmels 1985; Grosbgl 1989), GydsiBhostek & Allen
normal course of operations. Note that the imaging cara980; Allen et al. 1992; van der Hulst et al. 1992), SExtrac-

era saturates under normal operating conditionszat

tor (Bertin & Arnouts 1996), DAOPHOT (Stetson 1987),

14, necessitating the use Of. faint star.s in the Secondar¥ The Monitor Telescope Pipeline is named after the originaSS
patches (rather than observing the primary standards gigm caiibration telescope at APO, called the Monitor Tesge (or MT),

rectly). The secondary patches, which d6é x 40’ in

which was de-commissioned in Summer 1998 and replaced bythe

* Corresponding author: e-mail: dtucker@fnal.gov
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the USNO-1.0m telescope was used to set uputlgér’i’ 2’ standard star
network, a task originally planned for the old MT.

2 jraf.noao. edu
3 http:// Wi, eso. or g/ pr o] ect s/ esom das/
4 http: //Wwv. astro. rug. nl / ~gi psy/
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* Northern+Equatorial Standards
0 Southern Extension
O Landolt Photometry

Fig.1 Locations of the 158 Smith et al. (2002) primary standard&eféaks) and the 64 fields of the southern extension
to the primary standard star network (unfilled squares§&eCircled symbols indicate’g'ri’ 2’ standard stars or fields
for which there is currently Landolf BV R.I. photometry (Landolt 1973, 1983, 1992) or for which Landslturrently
obtainingU BV R.I. photometry (Landolt, in prep.).

SDSS North Patches
SDSS South Patches

Fig.2 Locations of the SDSS secondary patches in equatorial owiss (Aitoff projection){black) Northern SDSS
patches(red) Southern SDSS patches, afgileen)SEGUE patches. (SEGUE is part of the Sloan extension, or 0SS
and is discussed i$HH.)

and DoPHOT (Schechter et al. 1993), to name but a fement packages; @), validation tests of théiTPI PE soft-
Thus, the SDSS imaging and photometric calibration piedmare §E), theMrPlI PE-based semi-automated PT data pro-
have more in common with such special-purpose softwacessing factory§H), and other SDSS-related projects us-
packages as the ESO Imaging Survey pipeline (Nonino ieg MTPI PE (§ B); in § @ we comment on future plans for
al. 1999), the INT Wide Field Camera pipeline (Irwin &MTPI PE.
Lewis 2001), the VLT Survey Telescope pipeline (Grado et |, closing, we note that, although the SDSS magnitudes
al. 2004), and the Liverpool Telescope Gamma Ray Burghq colors are shown without primesg(-iz), the magni-
pipeline (Guidorzi et al. 2006). tudes of the primary standard stars are shown with primes
The topic of the current paper MIPI PE. In the fol- (u’g’r’i’z’). This is no accident. The primed system is de-
lowing sections, we will discuss in tutdT Pl PE's compo- fined in the natural system of the USNO-1.0m, its CCD,

Www.an-journal.org (© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim



4 D.L. Tucker et al.: SDSS MTPIPE
| Telescope full set of frames{/¢’'r’i’2") are present for each target se-
: A T quence, and creates histograms for each of the bias and flat
Observing log Raw FITS Instrument field f
images parameters e rames.
\ As an example, plotted in Figuke 4 are histograms show-
ing the distribution of pixel values for each of the bias feefh
observed by the PT on MJD 5358 Note that the PT CCD
uses two-amplifier readout, as evidenced by the strongly bi-
modal distribution of pixel values for these bias frames.

P il Note thatMI'Pl PE does not use the values of image
Apettie pomnly e FITS header keywords directly, but makes use of an ASCII
for standard stars for target fields . . ..

observing log (called the mdReport file) containing the rel-

l evant information (e.g., RA, DEC, time of observation, ex-

Standaf‘i posure time, filter, ...) for each image. This information is
ERETRC Excal usually based upon image FITS header keyword values, but
* Guide Star can also be user-generated. The use of the mdReport file

Kali <— Catalog

Extinctionand —f
instrumental 1
coefficients

Calibrated magnitudes
for target fields

Fig.3 A flowchart of MIPI PE.

simplifies the process of editing this information by humans
when the need arises.

2.2 ntFranes

The next packagert Fr anes, is the primary image pro-
cessing portion of the software, and is capable of procgssin
data from CCDs with 1-, 2-, or 4-amplifier readout electron-

and its set of SDSS filters. The SDSS magnitudes, howev&r: _ _

are defined in the natural system of the SDSS 2.5m imag- 1 he first part ot Fr anes creates master bias frames,
ing camera and its SDSS filters. These two systems are v8g] field frames, and fringe frames. The master biases are
similar and the coefficients of the transformation equatiors'€ated by median filtering a set raw bias frames. During
are quite small. We will describe the differences in thesgeneral operations with the PT, typically ten raw bias frame

two systems and provide transformation equatiorfddn

2 The MIPI PE packages

are obtained per night.

Once the master bias is created, master dome flats for
each filter are made; this is done by subtracting the master
bias from each raw dome flat frame, removing any residual
median offset from the overscan regions, trimming off the

MTPI PE is a suite of code written in a combination of theoverscan region, applying any linearity corrections, ad m
Tcland C programming languages and based upon the PO filtering the thus-processed individual dome flats for a
DERVI SH+ASTROTOCLS (Stoughton 1995; Sergey et al.given filter. For the PT, typically five raw dome flats are ob-
1996) software environment. The current versioNoPl PEJ tained for each of the five filtera{g'r'i’ 2") every afternoon

is v8. 3, although changes sinae8. 0 have been mostly of scheduled observing. The same processing steps are em-
cosmetic and have generally dealt with the smooth runnimjoyed to create master twilight flats from the raw twilight

of the PT Factory{H). MTPI PE includes four main pack- flat frames. For the PT, raw twilights are obtained mostly in
ages used in normal reductiops:eM Fr ames,nt Fr ames J/, since we find that dome flats sufficiently flatten the PT
excal , andkal i , and they are run in that order (Fig. 3). ¢'r’i'z’ frames, whereas only twilight flats are capable of

21 preM Franes

adequately flattening the P frames. Typically 5-10 raw
twilights (mostly in«) are obtained each evening twilight
in which the skies are reasonably clear.

The first packagear eM Fr anes, is basically a “pre-burnerf Master fringe frames are needed to remove the additive
it creates the directory structure for the reduction of dttigy %ﬁects /of.lnternal CCD illumination patterns seen in the
data, including various parameter files needed as input forand 2’ filters. To create mastef and 2" fringe frames,

the other three packages, and it runs quality assurane td8tFr ames seeks out all the secondary patches observed
on the raw data. Furthermore, it verifies information in thuring a night. These secondary patches are useful for cre-
electronically generated observing log (which is basechup@ting master frllnge frames becausg they are relatively deep
the information within the FITS image headers), identifieé-€-» have relatively long exposure times), and becausg th
the type of each image (e.g., bias frame, dome flat, twilig{® of relatively uncrowded star fields containing few if any
flat, primary standard field, survey secondary patch field, 8fight (highly saturated) stars, and because a given secgihd
S_PECia”y tqrgetted manual fields), maf[ches the_f_rame idens \13p is the Modified Julian Date, defined by the relation M2DJD

tifier to a list of approved standard fields, verifies that a 2,400,000.5, where JD is the Julian Date.

(© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim
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mjd53501: Bias
mdR—00260360.fit: type Bias filter u mdR—00260361.fit: type Bias filter u mdR—00260362.fit: type Bias filter u mdR—00260363.fit: type Bias filter u
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Fig.4 Histograms of pixel values for each of the raw PT bias fraraksrt on MJD 53501. Note that the PT's CCD has
2-amplifier readout electronics; hence, the bimodalityhefdistributions.

patch is typically not repeat-targetted during a given highexperiment. Often, obtaining photometric calibrationadat

If there are a sufficient number of secondary patches ofor the SDSS is time critical, and it is ill-advised to wait
served on that night (for the PT, the default minimum isintil the end of a dark run to obtain (hopefully) all the nec-
7), master fringe frames will be created for th@ndz’ fil-  essary bias, flat, and fringe frames. That said, those nights
ters. The’ andz’ frames for the secondary patches are fullyvhen it is impossible to obtain a sufficient set of biases,
processed up through flatfielding — they are bias-subtractfalts, or (which is more often the case) secondary patches for
using the master bias, their residual overscan offset is sftinge frames, the necessary master frames are copied from
tracted, their overscan is trimmed, they are linearity coenother night’s processed data. This is permissible shrece t
rected, and they are flatfielded with the appropriate mastef’s biases and flats are stable over the course of a typical
flat frame. After this processing, the secondary patch feam8-week observing run — significant discontinuous changes
for a given filter are scaled to a default median backgrournd these calibration frames are, however, often noticeable
sky and median filtered. This final median-filtered image iom one observing run to the next — and the Pandz’

the fringe frame for that filter. band fringe patterns — being an artifact of physical varia-

) o _ tions in the thickness of the CCD itself — are stable over
Note that, in the above description of creating mastek/en longer periods.

biases, flats, and fringes, we only make mention of data ob-

tained over a single afternoon+night. Why not use the data The second part aft Fr anes applies these master bi-
obtained over a full week or month or more to beat dowases, flats, and fringe frames to the target frames — i.e., to
statistics? Actually, it is possible to do this with Fr anes JJ the frames of fields containing primary standard stars, of
if one collects all the data from a multiple-night run into asecondary patch fields, and of any manually targetted fields
single directory and manipulates the ASCII observing logf interest. The standard processing steps apply: for a tar-
file appropriately; this process is currently not automatedet frame in a given filter, the master bias is subtracted,
and hence requires a certain level of human interactiomViany residual median offset from the overscan regions is sub-
general PT operations for the SDSS, however, the guiditigcted, the frame is trimmed of the overscan regions, a lin-
principle is that of considering each night as a self-corgdi earity correction is applied, and the appropriate master fla

Www.an-journal.org (© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim
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Raw 2'-bend Image for Targel 140604 Master Bigs from MJD5350)
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Fig.5 The image processing steps, using PT data from MJD 53501 asample: (a) the raw’-band image of the
secondary patch 1406D4, (b) the master bias frame from MBDB3c) the master'-band dome flat from MJID 53501, (d)
masterz’-band fringe frame from MJD 53466 (used for processing thel&& from MJD 53501), (e) the bias-subtracted,
trimmed, flat-fielded, and fringe-correctedband image of the secondary patch 1406D4. The (lineatEhktresed in these
images is from 90% to 110% of the given image’s median pixkle/a

(© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim www.an-journal.org
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Pre—fringe—corrected z'-band Image for Target 1406D4 Post—fringe—carrected z'-band Image for Target 1406D4
(Central 512x512 Pixels) (Central 512x512 Pixels)
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Fig.6 An example of de-fringing a P%’-band image: (a) the central2 x 512 pixels of the bias-subtracted, trimmed,
flat-fielded, but not fringe-corrected-band image of the field featured in Figlide 5; (b) the same ad(a after fringe-
correction. The (linear) stretch in these two images is #mes(from 95% to 105% of the median pixel value of (a)). The
typical trough-to-peak amplitudes of the fringes in (a§-2%.

frame is used; if the target frame is in thleor 2’ filter, a detected objects in thé filter) and the merged object list
fringe frame is subtracted and the median sky value of pris- written to disk as a FITS binary table file. For the PT,

defringed frame is added back to all the pixels. which has a known radial distortion, a distortion correatio
Once a target frame is fully processed, objects are dé-applied at this stage to the aperture photometry.
tected as peakso above the sky background, wheres As an example of the processing stepsirFr anes,

the rms scatter in the sky background, and aperture photowe continue our examination of the PT data from MJD 53B01.
etry is performed (for the general PT operatiomsz= 10). In Figure[, we see a raw image for one of the secondary
For the aperture photometry, one of two apertures may patches observed that night (Hi. 5a), the master biasdor th
used. The larger aperture is used for fields containing staright (Fig.[5b), the master'-band dome flat for that night,
dard stars and for bright stars in secondary patches and mérig.[Hc), the master’-band fringe frame for that night (ac-
ual target-of-opportunity fields. The smaller aperturesisci  tually taken from MJD 53466, due to an insufficient num-
for faint stars in the secondary patches and manual field¥gr of secondary patches observed on MJD 53501[Fig. 5d),
an aperture correction is applied to convert the small ap@nd the final, bias-subtracted, flat-fielded, de-fringlecbr-

ture counts into a measure of the large aperture counts fected frame for that secondary patch (Elg. 5e). In Figlire 6,
these faint stars. The actual sizes of these apertures are\pa zoom in on the central quarter of the pre- and post-
rameters that can be adjusted. For example, when settingftipge-corrected frame to show the effects of de-fringing.
the original standard star network (Smith et al. 2002), the Finally, nt Fr ames outputs quality assurance plots for
primary standard stars were extracted using a 24-arcsecttiie night processed. Two examples are shown in Figure 7:
ameter aperture. This size was selected to avoid problefigure[Ta and b show, respectively, the sky brightness (in
associated with defocussing the brightest stars, reqtored ADU counts per pixel) vs. time and the mean FWHM per
some of the USNO observations. image vs. time for PT data obtained on the night of MJD

Typically a given field is observed in multiple filters be-53501.
fore moving on to the next field, yielding a sequence of
target frames for that field, one for each filter. In genergl 3 aoxcal
PT operations, each target field is observed in all five filters
(v'g'r'i’2") before moving on to the next target field. Oncélhe third packagesxcal , takes the output aft Fr anes
nt Fr ames has performed aperture photometry on all théor thev'¢’r'+'2’ standard star fields, identifies the individ-
frames for a given./¢'r’i’z’ sequence, objects detected irual standard stars within these fields, and — using the in-
each filter are matched (by default, they are matched to teeumental magnitudes for these stars as input — invokes a

www.an-journal.org (© 2006 WILEY-VCH Verlag GmbH & Co. KGaA, Weinheim
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Normalized sky value in MT images for run 53501
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Fig.7 A sampling of the quality assurance plots outputibyr anes for the PT data taken on the night of MJD 53501:
(a) Sky counts (in ADU/pixel) vs. time in each of the five pawsils; (b) Mean image FWHM (in pixels) vs. time in each
of the five passbands. (Note that the scale of the PT's CADLig'/pixel.)
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£Xtnction coefficients trom photometric solution Tor 539U
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Fig.8 A sampling of the quality assurance plots outpuetycal for the PT data taken on the night of MJD 53501: (a)
first-order extinctionsK coefficients) vs. time for each of the five passbands, and ég)nitude residuals for thé g'r’'+' 2’
standard stars observed over the course of the night (thdires are staggered by 0.1mag offsets in order to incluele th
residuals from all five filters on the same plot). Note thath)) solid symbols denote the observations that were irddud
in the solution, whereas open symbols denote the obsengdtiat were removed from the solution.
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Extinction coefficients from photometric solution for 51182
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Fig.9 The sameexcal quality assurance plots as in Figlile 8, but for the USNO-1d@ta taken on the night of MJD
51182, in which the: terms were solved for in 3-hour time blocks.
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Table 1 PT Color Indiceséxcal & kal i) Table 4 PT Standard Star Color Rangesxtal &
filter  color index kali)
(z—y)o color
v (W =g 0.70 < (v — g')o < 2.70
g (g =) 0.15 < (¢ —1')o < 1.20
v (=i —0.10 < (' —i")o < 0.60
i (=) —0.20 < (i’ — 2)o < 0.40
2 (=2
Table 2 PT Color Zeropointséxcal & kal i) may also solved for, although generally multiple nights of
_ data are needed to determine these with any confidence, so
COIOf Zer?po'm value their values are usually set to pre-determined defaults. Un
(W =)o 139 calibrated candidate standard stars (i.e., stars whicheare
(9 —=7"op  0.53 X i e :
(' — Yoy  0.21 Ile_ved to be non-varla_ble but do not have prevpusly deter-
(i —Yony  0.09 minedw’¢'r’i’z" magnitudes) can also be used in the least
' squares solution as extinction standards; a useful oufput o
Table 3 Instrumental Color Terms For the P@xcal ) tr)e/ I(/ef':/\s/t squares routine is an estimate of their calibrated
u'g'r'i’ 2’ magnitudes.
<MID>  b(u) If(lg/?‘, ,b_(rl) b(#)  b(=) The photometric equations solved for bycal have,
Old v g'r's'2" filters for a given filterz and color indexz — y, the following
51551 0.001 0.023 0.024 0.028 0.002 generic form:
51580 0.001 0.025 0.025 0.029 0.002 )
51609 0.001 0.024 0024 0028 0002 g, . — o 4q +k X
51639 0.001 0.023 0.024 0.028 0.002
51668 0.001 0.015 0.022 0.025 0.002 +ba[(@ = y)o = (& = Y)o,zp]
51698 0.001 -0.003 0.017 0.017 0.002 +ex[( —Y)o — (T — Yozl [X — Xup), (1)
51727 0.001 -0.015 0.014 0.012 0.002 . . . Lo
51786 0.001 -0.015 0014 0.012 0.002 wherez;,s; is the measured instrumental magnitude in filter
51815 0.001 0.008 0.020 0.021 0.002 x, xo IS the extra-atmospheric magnitude, — y), is the
51845 0.001 0.020 0.023 0.027 0.002 extra-atmospheric colog,. is the nightly zero pointk,, is
51874 0.001 0.027 0.025 0.029 0.002 the first order extinction coefficient,, is the system trans-
51904 0.001 0.032 0.026 0.031 0.002 form coefficient,c, is the second order (color) extinction
51934 0.001 0.034 0.027 0.032 0.002 coefficient, andX is the airmass of the observatioi,,
51964 0001  0.033 0.027 0032 0002  and(z — y),,, are zeropoint constants for the airmass
51993 0.001 0.031 0.026 0.031 0.002 and the color indefz — y), respectively.
52023 0.001 0.024 0.024 0.028 0.002 . . .
52052 0.001 0014 0.022 0024 0002 For stanqlar(_j PT reductl_ons, the filter bands are I|nk_ed
52082 0001 -0004 0017 0017 0002 to the color indices shown in Tablé 1,. the color zeropoint
52111 0.001 -0.016 0014 0012 0.002 constants are set to the values shown in TBble 2 J4pds
Newu'g'r'i' 2’ filters set to 1.3 (roughly the average airmass of the standard star
>52140 0.001 -0.041 0.009 0.010 0.002 observations). Furthermore, since their values are ail ver

small and since removing them simplifies the fits to the data,
the second-order extinction coefficients (thés) are all set

least squares routine to calculate the photometric zenbpoio zero for standard PT reductions.

and the atmospheric extinction in each filter passbandeSinc  Ngte that the choice of which color index is linked with
the overall system response in each filter (which is megsmich filter band is an option iexcal . For instance, in
sured by the photometric zeropoints) is unlikely to changsr effort to extend the’¢'r'i’ 2’ standard star network into
significantly over the course of single night, a single phahe southern hemisphere ($68), we link thei’ band to the
tometric zeropoint is calculated for a night. On the othe(rl-/ — 2') color index rather than to the’ — i’) color in-
hand, changes in the atmospheric transparency in each fillgs ysed in the standard PT reductions, in order to maintain
(which is measured by the atmospheric extinction term), c@@nsistency with the photometric equations used in estab-

vary significantly over the course of a single night. Therﬁ'rshing the originak:/¢'r'i’ 2’ standard star system (Smith et
fore, excal has the option to solve for the extinction ing| 2002).

blocks of time that cover a night. In processing the origi-
nalu’g’r’i’ 2’ standard star network, typically 3-hour bIocksf
were used; in standard PT operations, typically the bloc

The photometric equations are solved iteratively, per-
Erming the following loop:

size is set to 15 hours or more, in order to solve for onlyi. The photometric equations are fed the current estimates
a single nightly extinction in each passband. Instrumental for the extra-atmospheric magnitude, colors, and photo-
color terms and second-order (col@irmass) extinctions metric coefficients (e.g., for thg passband, these wo§d
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begl, (¢ —1")os ag, by, cg, andk,). For the first iter- 51182) in which thek first-order extinctions where solved

ation of this loop, initial estimates for these parameteffsr in shorter (3-hour) time blocks.

are fed into the equations. FiguresIBa anfll9a show the first-order extinctions for
2. The photometric equation for each of the passbandstie two nights in question; Figur€$ 8b ddd 9b, the resid-

solved in turn. This is done for all 5 passbands. If angals all of the standard stars observed over the course of

stars (e.g., extinction standards) are having their magriach of these two nights. For PT reductions, we consider a

tudes (e.g.g/,) solved for, their colors (e.g(g’ — 7))  night photometric if the rms residuals arg < 0.040 mag,

are kept fixed at the values they had at the first step 9];, < 0.025 mag,o,» < 0.025 mag,o < 0.025 mag,and

this loop. (Having the colors change as their magnitudes, < 0.040 mag.

in each filter are updated as one goes from one filter's

equation to the next has been found to yield unstab&e4 Kal i

solutions.) :

3. Next, a1_‘ter the e_quqtions for all 5_ passbands h_ave befRe |ast package used in normal operatidkal i , per-
solved, if any extinction star magnitudes, are being slgAms the astrometric calibration of the secondary and ap-
for, their colors must be updated and saved for the nexfies the photometric solutions produceddwcal to the
lteration. . _ secondary patch instrumental magnitudes. As noted above,

4. If excal is being run interactively (a rare occurrenc§pese secondary patch fields, which are observed by the PT,
nowadays for PT processing; se), then the residu- 4re ater scanned over by the imaging camera on the SDSS
als from the photometric solution are displayed to thg 5, telescope. Thus, they act as calibration transfersfield
screen, in each passband, and the user is allowed 10 q$-et the photometric zeropoints for the imaging camera

card stars from the solution (or add back in stars previrata. Thekal i package can also be applied to calibrate

ously discarded). manual, or target-of-opportunity, fields observed during a
If the userdoesadd/remove any star to/from the solugp.

tion, excal returns immediately back to the top of the

. : . Astrometry is performed using a triangle matching tech-
loop and starts again; otherwigxcal exits out of the yiSp g g g

nique based upon the one used by the Faint-Object Classfi-
loop. . . . . _ ___cation and Analysis System (FOCAS; Valdes et al. 1995).
5. 1f exca_l |s_be|ng run hon-interactively, it S"(-:]m""'d'pSFor standard PT processing, finding charts extracted from
the outher; in the residuals and re_turns_ to the top of tl}ﬁe Guide Star Catalog 1.1 (Lasker et al. 1990) are used
!oop. In this case, the_ number of iterations of this Ioop r the matching. For telescopes with smaller fields-ofawie
is cont_rolled by an at_jjus_table parameter. For normal P( g., the USNO-1.0m and the CTIO-0.9m; $€), how-
operations, the gl|pp|r!g is done at the2lBvel, and the ever, the deeper (and hence more densely populated) Guide
loop performs 3 iterations. Star Catlogue 2./2is sometimes necessary to obtain a good
) . astrometric solution for a given field.
One can also choose to fix any of the photometric coeffi- kal i outputs the photometry for the secondary patches

cients to a preset \{alue andtsolve for it. For instance, for bloth in the USNQW/g'"i' 2" system and in the SDS&riz
the PT, we set the instrumental color terms to the presetval- . o ; L X
magnitudeskal i first applies theu'g’r’i’z" photometric

ues shown in Tab 3 (linearly interpolating between MJDSqutions fromexcal to the instrumental magnitudes of
as needed). Note that, up through July 2001, the PT ha(f 9

hae secondary patches. This step is performed iterativel
set ofu’g'r'v' 2 filters which showed a fairly strong seasona yp ' PSP Y

. 4 ; until the calibrated.’¢’r’i’2" magnitudes have converged.
variations; the current set of PT ¢'r'i'2’ filters, installed grez /) 9., 9
. o To convert from the USNQ//¢'r'i'2 system to the SDSS
in August 2001, have much more stable transmissions. S ; . ;
2.5m telescope’sgriz systemkal i applies the following
For PT reductions, where the prime focus is providingansformation equations:

secondary patch stars calibrated on the SDSS 2.5 o 5
system, the set of standard stars used in the fits to the pho’f@-_ U/o . (2)
metric equations are constrained to a set of relativelyowarr Jo = g, + 0.060 x [(g" —1")o — 0.53] 3)
color ranges (shown in Tale 4). Only standard stars that fal, = / 4 0.035 x [(+' — i), — 0.21] 4)
within all four of these color ranges are used, for, within, _ i+ 0.041 x [( —i')o — 0.21] (5)

these narrow ranges, the transformation from the USNO
u'g'r'i’Z’ system to the SDSSgriz system is best deter- *°

mined and known to be very linear. Strictly speaking, the SDS&¢riz magnitudes output

Finally, excal , like nt Fr ames, also outputs quality by kal i only apply within the narrow color ranges de-
assurance plots for the night processed. Fiflure 8 showggq&ribed by Tablgl4, although they are generally accurate for
ity plots for a night of PT data (MJD 53501) in which thed much broader range, at least for normal stars (e.g., stars
first-order ?Xtindions}{'terms) were solved fOIt in On(? long 6 A standalone ANSI C version of this code can be obtained from
(15-hour) time block that covers the whole night. Figlire Gttp-77spitt. rit. edus mat ch/l
shows quality plots for a night of USNO-1.0m data (MJD 7 |htt p: // ww« gsss. st sci . edu/ gsc/ gsc2/ GSC2hone. ht nfj

= 2/ —0.030 x [(i’ — 2')o — 0.09]. (6)
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Percentage of stars matched in MT secondary fields for run 53501
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Fig.10 One of the quality assurance plots outputhsl i for the PT data taken on the night of MJD 53501: the
percentage of stars detected in tfiand matched to stars in the finding chart file for each of ée@sdary patches and
manual target fields observed during the night (note thatitickng chart file for each secondary patch and manual target
field is extracted from the the Guide Star Catalog-I; Laskeit.€1990).

showing no strong emission features in the their spectrd)— 2z’ ~ 0.25; this is the so-called Zhed point test, a more

blueward of the MO spectral type (see, for example, Fig. réfined version of which is described in detail by Ivezit et

and 8 of Rider et al. 2004). al. (2004). The quality of the band photometry is automat-
Further, likent Fr ames andexcal ,kal i outputs songically tagged based upon the estimatéd- ¢’ color of stars

quality assurance plots for the night processed, a sampliiigthe blue branch af’ —+' = 0.50, whichisu’— ¢’ ~ 1.45.

of which is shown in Figure§10 afidl11. Figlird 10 shows

how_we_ll the PT patches_ were matched to the the stars 2’1}5 Auxiliary Packages

the finding charts, and FigurEsl11a, b, and ¢ show:ihre

gri, andirz color-color diagrams, respectively, for the star$n addition to the above four packages, which are used for

in the secondary patches observed on this night(tlheand  normal night-to-night survey operations, there are tw@oth

gri diagrams also show a stellar locus (Lenz et al. 1998) fpackages —sol ve_net wor k andsuper Excal — which]

comparison). were developed and used for setting up te'r’i'z’ pri-
Finally,kal i automatically tags the quality of the pho-mary standard star network of Smith et al. (2002). These

tometry within individual secondary and manual patches bhyo packages are similar texcal , in that they invoke

monitoring the position of certain features in each patchlsast squares routines to solve for the photometric param-

color-color diagrams. For determining the quality of thefjh eters of a set of data and for the best-fit magnitudes of the

tometry in thegriz bandskal i usesthelocationin’—r/, primary standards. They differ froexcal inthat, whereas

' — 1, i’ — 2’ space where the red and blue branches of tlilee main purpose oéxcal is the standard, single-night

stellar locus cross — i.e., roughly where stars of spectrablution of the photometric equations during routine sur-

type MO sit, which is ay’ — ' ~ 1.35, " — i’ =~ 0.50, and vey operations, the main purposesafl ve_net wor k and
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Run 53501
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Fig.11 Color-color quality assurance plots output gl i for the PT data taken on the night of MJD 53501: (a) the
combinedy — r vs.u — g color-color diagram, (b) the combined- i vs. g — r color-color diagram, and (c) the combined

i — z vs.r — ¢ color-color diagram for the stars in all the secondary patothmanual fields from the night. The lines in (a)

and (b) show the'¢'r’i’ 2’ stellar loci (based on the stellar loci of Lenz et al. 1998).
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super Excal was to calibrate the SDSS standard star netaultaneously solves for all parameters in each filter's pho-
work. Bothsol ve_net wor k andsuper Excal use asirffl tometric equation. To test this, a very stripped-down ver-
gle star to set the zeropoint for the photometric solutiorsion ofexcal (“subExcal ") was written which utilized
For setting up the SDSS standard star network, this star wasanilla linear least squares line-fitting routine baseaiup
the F subdwarf BD+17708, whose magnitudes wede- thelLI| NFI T routine of Bevington (1969) converted into the
finedto beuw’ = 10.56, ¢’ = 9.64, v’ = 9.35.4¢ = 9.25, SDSS TclASTROTOOLS environmentsubExcal doesndl
2/ = 9.23, based upon the spectrophotometric calculatiorselve for all parameters simultaneously, but first solves fo
of Fukugita et al. (1996). Thus, BD+14708 sets the zero- the photometric zeropoint and the first order extinctior (th

point for the entire standard star network. a andk coefficients) by fitting a straight line to an equation
Although they share the same goal and the same kf-the form (taking they’ filter as our example):
sic methodologysol ve_net wor k andsuper Excal do ¢/ «— gh = ag + kX, (7)

differ in some important respects, the most important b S
ing that the code fosol ve_net wor k was constructed ?see FigLIb), and then uses the values ofutaed) terms

independently of that foexcal , whereassuper Excal thus obtained to solve for thiecoefficient by fitting another

was basically an outgrowth @fxcal . As a result, the sep- straightline to an equation of the form:
arate results from these two different packages provide ugtnst — 9o — g — kgX = bg(g" —1') (8)
ful cross-checks on the final calibrations of the standaggdee Fig[ZIB). In Tabl@5, we compare the outputxéal
star system. Results and outputsail ve net wor k and  against the output afubExcal for PT data from the night
super Excal can be found in Smith et al. (2002). of MJD 51639. Note that in many cases, the results are in-
Finally, although not strictly an auxiliary package budistinguishable, and in all cases the values differ by noemor
more of an auxiliary mode of operations is tMgPI PE  than 1.
follow mode, which permits the near-realtime running of Thekal i package oMTIPI PE is more or less straight-
nt Fr ames andexcal during data acquisition at the PT.forward. It performs astrometry on secondary patches, and
MTPI PE in follow mode was used by the SDSS observerthe astrometry needs to be accurate enough for PT secghdary
during the 2000—-2001 time frame in conjunction with th@atch stars to be cross-matched with stars in the SDSS 2.5m
hoggpt photometricity monitor (Hogg et al. 2001) in or-imaging camera data. Residuals in the astrometric sokition
der to track sky conditions over the course of a night. Thidased against the Guide Star Catalog-I; Lasker et al. 1990)
functionality is nowadays completely handled by the dedare typically less thai’” RMS in both RAxcos(DEC) and
catedhoggpt photometricity monitor. DEC, which is sufficient for the PT-2.5m cross-matches.
Furtherkal i appliesthe photometric solutions fre@wrcal |j
to the instrumental magnitudes of the secondary patches.
3 Tests ofMIPI PE This has been verified by manually applying thecal so-
lutions to the instrumental magnitudes of the PT secondary
As a critical component in the photomgtric calibration Obatch data and comparing the results; the resulting differ-
the SDSSMIPI PE has undergone a variety of tests to enances are typically of the order of the roundoff error of the
sure the validity of its outputs. Most of these tests haveabega|culator/computer used for the manual computation.
aimed at the potentially trickier parts b Pl PE— the im- Of course, in the final analysis, the true-end-to-end test
age processing and aperture photometnytifir ames and ¢ \rp| PE s the resulting quality of the SDSS photometric
the photometric equations solveremcal . calibrations. As stated in the introduction of this paplee, t
A major test ofnt Fr anes was accomplished by com- rms errors measured over the several thousand square de-
paring its outputs with those of theoggpt APO photo- grees that currently make up the SDSS imaging data set are
metricity monitor (Hogg et al. 2001) for various nights 0f~0.02 mag (2%) rms over several thousand square degrees
PT data. Thenoggpt software was written completely in- of sky in g, -, andi, and~0.03 mag (3%) in: andz (Ivezi¢
dependently ofit pi pe in the data analysis language IBL. et al. 2004; Adelman-McCarthy et al. 2006).
It thus could act as an independent check of the data pro- | the future ¢B), MTPI PE will likely need to calibrate
cessing methods utilized irt Fr ames. Overall, it was dis- secondary patches at low Galactic latitudes for SDSS-II.
covered that these pipelines created virtually identic@m How close to the Galactic Plane (i.e, at what stellar densi-
ter bias frames, master flat fields, and master fringes. Fltlil’ES) canMTPI PE — which does aperture, not PSF, pho-
thermore, for a given aperture size, the two pipelines gi@ld tometry — accurately calibrate these patches? One of us
essentially indistinguishable aperture photometry.Stotn|j (CTR) s currently testing/TPI PE againsDAOPHOT (Stet-

paring the aperture photometry from the two pipelines aign 1987) for some low-Galactic-latitude PT fields.
shown in FigureEAZ 13, aidl14. In these plots, an aperture

size of 7.438radius is used on PT data from MJD 51639. h
The basis of theexcal photometric equations solver4 The PT Factory

is an iterative non-linear matrix inversion routine which s : Lo : .
For the photometric calibration of the SDSS 2.5m imaging

8 It T p: // Wy, T Si nc. cont camera data, a method is needed for the timely, end-to-end
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Fig.12 Comparison of aperture counts for standard stars frmggpt and fromnt Fr ames over the course of
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Counts(hoggpt)/Counts(mtpipe) vs. USNO40 Magnitude for apo20—mjd51639
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Counts(hoggpt)/Counts(mtpipe) vs. USNO40 Color for apo20—mjd51639
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"subExcal': mtpipe instrmag — stdmag vs. airmass for mjd51639
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"subExcal": mtpipe (instrmag — stdmag — a — kX — c*(color—color0)*(X—=X0)) vs. color for mjd51639
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Fig.16 “subExcal " results for instrumental colon] term coefficients for the PT data from the night of MJD 51639.
The dotted line in each panel shows the best fit line to the d&ia value for the slopé) of the best fit line is shown in
each panel’s legend.
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Table 5 Comparison ofexcal and “subExcal ” for comments that might be relevant to either the PT data pro-

MJD 51639 cessing orto the PT operations. The ptlog is read each morn-
Fiter Wiethod hilier Vfilter Ffilter ing, and its contents are used in deciding whether any man-
W excal  —19.286 £0.042  —0.011 £0.014  0.516 4 0.025 ual intervention of the PT Factory is needed for that night's

SUPBRCRl IS L0057 SOOLLEO.03 05500020 ata As such, it provides an essential link between the ob-
O el CRORTONT Io0mINT flMittl  serversat APO and the data processors at FNAL.
excal  —20.578 £0.021  +0.033 £0.015  0.119 %+ 0.013 A final step of PT processing, not strictly part of the
supBesl TE0STRR002 008000 0HSE00Y P Factory, is updating the secondary patch database main-
T el TIeREon tood0x StmIooi:  tained at APO. This database keeps track of which secofjdary
o excal  —10.162 + 0.026  —0.025 + 0.020  0.067 £ 0,017 patches have been observed, which have not been observed,
subExcal —19.164 4 0.025 —0.025 £ 0.029 0.067 & 0.017

and which of the observed patches have been determined
by the PT Factory to be of survey quality. It also keeps
track of the observing priority of the secondary patches.
processing of the PT data that is fully integrated and mairrhis database therefore serves as essential feedback to the
tained within the official SDSS data processing envirorshservers regarding the secondary patch observing priori-
ment at Fermilab. This need is fulfilled by the PT Factongjes for a given dark run or even a given night.

a term which applies to a suite of scripts that oversees the

day-to-day processing and quality assurance of PT data at ] .

Fermilab. These scripts reside in ttip software data pro- © Other SDSS-related Projects using

cessing product, which is a collection of UNIX shell scriptsVT Pl PE

and TclIASTROTOOLS code that oversees the overall pro-

cessing and quality assurance for 2.5m imaging, 2.5m sp&ince the inception of the SDSS observing effort on the
troscopy, and PT data (Stoughton et al. 2002b). PT, we were aware thaflTPl PE would enable additional

Each morning, the PT Factory performsrasync® copyl] Projects to be undertaken. Initially, these were centered o
of the previous night's PT data from APO to a local diskise of the PT during bright time, but later it became appar-
at Fermilab (typically~2 GB for a photometric night). The ent that other telescopes could be used with modification of
morningr sync also copies the night'simages and log fronthe pr eM Fr anes code and creation of additional input
the APO 10 micron All-Sky Camet& (Hogg et al. 2001); parameter files.
the log, which is a record of the sky rms for each all-sky Early in the SDSS we recognized the usefulness of open
camera image over the course of a night, is used by the Bifr clusters as potential calibration fields for the main su
Factory to flag and exclude fromt pi pe processing any vey, as well as being good science targets in their own right.
PT targetimages afflicted by clouds. This led to the development of a star cluster project in the

Once the PT Factory determines that the night's PT datag'r’’ 2’ filter system. Also, shortly after the establishment
have been completely transferred (typically by the earh@f the originalu’g'r’i’2" standard star network (Smith et
to mid-afternoon of the same daWfrPI PE is automati- al. 2002), we began to receive requests for southern hemi-
cally run on the data. OnddTPI PE has run to completion, sphere standard stars. These requests led us to develop a
there is a manual inspection step, in which a human check@uthernu’g'r’i’z" standard stars project which was under-
over the qua”ty assurance p|0t3 generatedrb?r anes, taken as an NOAO Survey Program. Further, as we reached
excal , andkal i . This manual inspection step exists t¢he point where we could see the end of the SDSS proper,
ensure that nothing unexpected occurred with either the rél@velopment of survey extension strategies were pursued by
data or with the data processing that was not already caudfi@ collaboration. The PT and th& Pl PE software are in-
by MIPI PE's automated quality assurance tests. If, as t€gral to the support of these extension efforts.
generally the case, the night's processing passes the man-In the rest of this section, we will briefly discuss each of
ual inspection step, the photometric solutions and survete project areas that are enabled by this unique calibratio
quality secondary patches are copied to a location on diskftware, and point to references for additional inforiorati
whereNFCALI B expects to find them, and the contents of
the night’s reductions are loaded into a database and sa\égg Southernu’
to a tape robot.

An additional input into the PT factory is the “ptlog” Due to the nature and location of the SDSS, the bulk of
observer’s report, which is e-mailed at the end of each nigtite initial set of standard stars to calibrate the surveyewer
to a ptlog mailing list. This report contains summary complaced in the northern hemisphere and on the equatof{AlD. 1)
ments on the night, including the sky conditions, which (if\s part of the NOAO Surveys Progratha group of us was
any) manual or special targets were observed, any issuganted time on the CTIO-0.9m over the 2000-2004 time
with the PT hardware or observing software, and any othperiod in order to establish a network@y/’r’i’2’ standard
stars in the southern hemisphere (seelBig. 1). Processing an

g'r'i’z’ Standards Project

9 nttp://rsync. sanba. or g/
10 ptt p:// hoggpt. apo. nnsuU. edu/ 1 rsc/toni ght/ 1 ntt p:// Www. noao. edu/ gat eway/ surveys/ progr ans. ht m]
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analysis of these data are nearly complete, and we are tar- order to study the structure and evolution of the Milky

getting the second-half of 2006 for release of the bulk of the Way (Newberg et al. 2004).

data. (An initial data release for standard stars in the €haB. The SDSS-II Supernova Survey, which will image 250

dra Deep Field South appeared in Smith et al. 2003.) As the sq deg along the Celestial Equator every two nights dur-

processing and analysis is completed, results will be made ing the Autumns of 2005-2007, with the aim of obtain-

available on our publicly accessible website. ing well-sampled, well-calibrated, multi-band lightced]
for 200 Type la supernovae in the redshift “desert:

52 u/g'r'i'z’ Open Clusters Project 0.1 — 0.35 (Frieman et al. 2004; Sako et al. 2005).

i ) i The PT andMT'PI PE are playing an important role in all
One of the most powerful tools available in astrophysics fQfree of these components of the SDSS-II. First of all, since
exploring and testing theories of star formation, stelked a jt js pasically a continuation of the original SDSS withieth
galactic evoI.ut|on, and the chemical enrichment history eriginal survey borders, the Legacy component of SDSS-
the Galaxy is the study of open star clusters. Thereforg,continues to benefit from the use MPI PE reductions
a group of us embarked on a survey of /(Tc/)s_tly) southeg} pT secondary patches as part of the general photometric
hemisphere open star clusters usingdhgr'i’2" filter sys-  ajipration strategy of the 2.5m imaging camera data.

tem on small telescopes. This _project had as .its original Likewise, the 2.5m imaging scans for SEGUE also uses
gpal to verify the SDSS calibration scheme. This goal h Pl PE reductions of PT secondary patches located within
since evolved. Current plans for observing star clusters e SEGUE survey area (see HIf. 2). But the PT and other
Fhe S.DSS. filter system now inqlude: (1) their potential USEmall telescopes (like the USNO-Il.O.m) have an even big-
in calibrating the SDSS extension programs, and (2) cre tér role to play in SEGUE. One of the major thrusts of
ing a large uniform imaging survey of clusters similar to th EGUE : L .

. is the SEGUE Open Cluster Survey. This is a wide-
WIYN Opgn Cluster Survey (WOCS) (;ee Mathieu 2000)'field imaging program with limited spectroscopic follow-up

In the first of our cluster papers (Rider et al. 2004), Wgiihin SDSS-II. While the imaging program will not go as

present results for NGC 2548. We chose this particular clugiint as the WOCS (see Mathieu 2000), we will observe al-
ter because we had observations of it using three telescopgs st an order of magnitude more clusters than the WOCS.
the CTIO Curtis-Schmidt, the PT, and, most |/m/p/or/tantly, thBirected pointings for specific calibration targets and for
USNO-1 m, the telescope with defines thig'r'i"2" pho-  yhe prighter stars of the clusters will be undertaken with

tometric system (Smith et al. 2002). A second cluster pge smaller telescopes, and those data will be reduced with
per (Moore et al. 2006) has been submitted and addresggs| pg.

NGC 6134 and Hogg-19. Further papers are in preparation. Finally, the PT andMTPI PE have a role to play in the

In all, we have data in hand fer100 OF’e” clusters. Supernova component of the SDSS-II. In this case, the role

These data may be used to verify the recent age apgs jess to do with photometric calibrations — since the pri-
metallicity models of Girardi et al. (2004) and the priof, 51y superova strategy is to use differential photométry o
work of Lenz et al. (1998), and to verify and expand UPOfupeat 2 5m imaging scans against previously calibrated ar
theu'g'r'i’z" to U BV R.I.. transformations presented in theg 55 of the sky scanned by the original SDSS survey — but
standard star paper (Smith etal. 2002). Rodgers etal. §20Q8,¢ of a role in followup observations. Here, the PT will
is taking another look at these filter system transformatiop, 5ple to follow the light curves of the brighter candidate
for main sequence stars in an effort to sort out Iuminosit—yype la supernovae detected by the main SDSS-II Super-
class effects. nova Survey during those times when 2.5m telescope time

is allotted either to the Legacy survey or to SEGUE, and

5.3 SDSS-II MTPI PE will be able to process these PT observations.

The SDSS officially ended on 2005 June 30. The SDSS-II
is a 3-year extension of the SDSS beyond this date, andGs The Future

composed of three parts:
MTIPI PE is a mature and stable data processing pipeline.

1. The Legacy Survey, which will fill in a gap in the SDS e last major revision — from7. 4 to v8. 0 occurred

imaging and spectroscopic coverage of the Northern $four years ago (on 2002 April 22). As notedsii®,
tic Cap due to worse-than-expected weather conditiog,?e current version ig8. 3, and the changes sine8. 0
during the five years of the original SDSS. h B '

ﬂave been mostly cosmetic and have generally dealt with

2. The Sloan Extension for Galactic Understanding ande smooth running of the PT Factor@). This being the
Exploration, or SEGUE, which will image about 3500 ase. what is the future MTPI PE? '

S (o
sq deg of sky — mostly at Galactic latitudes|of! | <
30° — and measure spectra to determine abundan
and radial velocities of a quarter of a million stars, iq\?“5

There are, of course, many relatively small changes to
Pl PE that could yield incremental improvements in the
nal output and to the photometric calibrations of the SDSS.
12 nttp: // wwwe star .t nal . gov/ These include updates to the de-fringing codetifrr anesj|j
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and continued improvements to the automated quality asspported by the Italian Council for Research in AstronoAu
sessment of secondary patches for the PT Factory. Alstitjonal support is provided by European Southern Obseryat
improving the compatibility of the output MTPI PE with ~ Space Telescope European Coordinating Facility, theriatemal
other astronomical data packages would be a plus. AloSgEMINI project and the European Space Agency Astrophysics
these lines, adding World Coordinate System (WCS; cdpVision.

abretta & Greisen 2002; Greisen & Calibretta 2002) key- We also thank Arlo Landolt, Nick Suntzeff, Arne Henden, and
words to the FITS headers BTPI PE corrected images is Leo Girardi for insightful discussions during the devel@prof
high on the list of priorities. (Currently, there is a stalofe .thg standards star project. Most of these discussions ariéasted
TCl/ASTROTOOL S script to do this, but it has yet to be fully in improvements to the software.

incorporated intdMT' Pl PE.) Finally, we thank the anonymous referee for reviewing this

A larger task that may be ahead Pl PE is how paper and providing us with useful comments.
to deal with crowded field photometrgt Fr anes is an
aperture photometry code, but many of the science projects
that currently use or plan to usd Pl PE involve crowded References
fields — in particular, star cluster§ [B). Furthermore, the
photometric calibration SDSS-II/SEGUE scans may requifazajian, K., etal.: 2003, AJ 126, 2081 (DR1)
the placement of SEGUE secondary patches at very |0222§:}:22' ﬁ :: Z:'j gggg’ 2‘; ﬁg’ i%é?DR%)
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